From boatanchors@theporch.com Wed Oct 23 09:50:19 1996 
From: "August H. Johnson" <kg7bz@whitemtns.com> 
Subject: 1AD4 pinout 

Message-ID: <326D80AA.ADE@whitemtns.com> 


Hi again, 


Can somebody tell me the pin-out on a 1AD4 tube? I've got several 
listings for it but they only tell characteristics, not pin-out. It'aa 
small pencil tube and I can't even use a microscope to figure it out 
because it's got an opaque conductive coating. 


Thanks, 

August 

August Johnson KG@7BZ AMI 733 http: //www.whitemtns.com/~kg7bz 
P.O. Box 795 

Pinetop, AZ 85935 


(520) 367-0592 


From boatanchors@theporch.com Wed Oct 23 13:52:23 1996 
From: standard@pcs.mb.ca 

Subject: 3-400Z/3-500Z vs. 4-400Z? 

Message-ID: <199610231515 .KAA01993@pcs.mb.ca> 


Further to my posting last week about my Swan MK II amplifier that has one 
bad tube, I have decided to upgrade to the 3-500ZG only if : 

1- I can't find a replacement 3-400Z cheap. 

2- I can't use a set of 4-400Z's that I have and a good supply of spares for 
cheap. 


The Swan is run grounded grid, with pins 1&5 being filiment, and pins 2, 3, 
& 4 going to ground. The 4-400Z is very similar, I'm not concerned right 
now about MAXIMUM output (a few hundred watts dosent' matter), and I 
wondering if the 4-400Z will plug right in, or do I have to lift the screen 
pins 2 & 4? 

Any help from someone more in the know would be great. 


73 
Gary VE4YH 


From boatanchors@theporch.com Wed Oct 23 13:52:23 1996 
From: "E.V. Sandy Blaize" <ebjr@worldnet.att.net> 


Subject: Re: 3-400Z/3-500Z vs. 4-400Z? 
Message-ID: <19961023173147 . AAA9520@LOCALNAME> 


At 03:17 PM 10/23/96 +0000, you wrote: 

>Further to my posting last week about my Swan MK II amplifier that has one 
>bad tube, I have decided to upgrade to the 3-500ZG only if : 

>1- I can't find a replacement 3-400Z cheap. 

>2- I can't use a set of 4-400Z's that I have and a good supply of spares for 
>cheap. 

> 

>The Swan is run grounded grid, with pins 1&5 being filiment, and pins 2, 3, 
>& 4 going to ground. The 4-400Z is very similar, I'm not concerned right 
>now about MAXIMUM output (a few hundred watts dosent' matter), and I 
>wondering if the 4-400Z will plug right in, or do I have to lift the screen 
>pins 2 & 4? 

> Any help from someone more in the know would be great. 

> 

>73 

>Gary VE4YH 

> 

> 

Firstly, I have never heard of a 4-400Z! 4-400A, B, C yes. The 3-400Z 
is a permutation of the original 4-400 series. It came about due to hams 
grounding all the grids in the tube and running it as a triode. The 3-400Z 
used the same base and connections so that it could be a "plug-in" 
replacement for the 4-400 in such 
service. The 4-400 will run very well "ground grid" (the screen too!), but 
it requires more drive than the 3-400 or 3-500. Also in some instances 
there will be a ‘mechanical problem', as the 3-400 has no base ring and is 
squattier than the 4-400 
or the 3-500. This is catered to by using spacers and "dropping" the socket 
down 
about an inch so that the 3-500 or 4-400 types will fit under the glass chimneys 
if they are used. 

The 3-500 is taller than the 3-400 but shorter than the 4-400 
series! I have a Henry 2K-2 Amplifer that uses 3-400Z tubes. I managed to 
find two sets of 3-400Z tubes at hamfests that were "Pull outs" (both sets 
showed very little use, no abuse, 
and tested excellently). One set cost $40 the other cost $70. Quite 
economical "spares". The 3-400Z has the greatest amplification factor of 
the lot and requires 
the least drive of the bunch. 

Hope this helps. 


73, 


E. V. Sandy Blaize, W5TVW 
"Boat Anchors collected, restored, modified, traded & used!" 


ebjr@worldnet.att.net 
417 Ridgewoood Drive 
Metairie, LA., 70001 
4Still looking for: Hallicrafters SR-75, and 860 tubes! ? 


From boatanchors@theporch.com Wed Oct 23 13:52:23 1996 

From: Bob Roehrig <broehrig@admin.aurora.edu> 

Subject: Re: 3-400Z/3-500Z vs. 4-400Z? 

Message-ID: <Pine.ULT.3.95.961023133208 .9698A-100000@admin. aurora. edu> 


On Wed, 23 Oct 1996 standard@pcs.mb.ca wrote: 


The Swan is run grounded grid, with pins 1&5 being filiment, and pins 2, 3, 
& 4 going to ground. The 4-400Z is very similar, I'm not concerned right 
now about MAXIMUM output (a few hundred watts dosent' matter), and I 
wondering if the 4-400Z will plug right in, or do I have to lift the screen 
pins 2 & 4? 


VV VV WV 


I run a pair of 4-400's in my amp grounded grid. The screens must be 
at ground. In your case, they should plug right in and work. 


E-mail broehrig@admin.aurora.edu 73 de Bob, K9EUI 
CIS: Data / Telecom Aurora University, Aurora, IL 


From boatanchors@theporch.com Wed Oct 23 13:52:23 1996 

From: "TOM CLINTON" <TOM_CLINTON_at_ASO200@mail.hq.faa.gov> 

Subject: 32V3 Manual 

Message-ID: <9609238461.AA846101234@mail.hq.faa.gov> 
Need a good quality copy of a 32V3 manual. Glad to pay the usual. 
Thanks in advance! 


Tom Clinton, Marietta, GA, AD4ML 


...in relentless pursuit of low-efficiency, high-maintenance, 
grotesquely overweight, but eminently lovable communications gear. 


WATIN on 40 meter CW (Worked All TV's In the Neighborhood) 


From boatanchors@theporch.com Wed Oct 23 13:52:23 1996 


From: "Garey Barrell, K40AH" <75025.73@CompuServe.COM> 
Subject: 6X6 
Message-ID: <961023153326_75025.73_FHD63-1@CompuServe. COM> 


Cliff: 
>> Does anyone have a pinout of a 6X6 indicator tube? 
I would like to switch a radio over to a 6E5 rather than 


the odd 6X6. 


The 6X6G is shown in the 1956 ARRL Handbook tube list. 


Pin 1 - NC 

Pin 2 - Heater 

Pin 3 - Triode Plate 
Pin 4 - Target 

Pin 5 - Triode Grid 
Pin 6 - Not shown 

Pin 7 - Heater 

Pin 8 - Triode Cathode 


73, Garey - K40AH 
75025.73@compuserve.com 
Atlanta 


From boatanchors@theporch.com Wed Oct 23 09:50:19 1996 
From: Glenn Finerman <GFINER@nms.com> 

Subject: re:A BA LEO Satellite Station 

Message-ID: <s26de399.078@nms.com> 


>No, I am not kidding...stop laughing! 

>What I am planning to do is to get a couple of old hollowstate CB rigs 
>with tuneable front ends, move one up to 10 meters... <snip> 

>Problem: Where the heck do you find old tube-type CB rigs in 

>reasonably good condition? Anyone out there have a set that they 

>might like to part with? During my college days I had a Courier 23, a 23 
>channel rig that had a tuneable receiver...chrome case <snip> 


Hi Rich! , I'm not laughing!! A while back I posted a query regarding 
trying to locate a Browning Golden Eagle MK II or MKIII. That's a rig 
from my youthful days. I'm sorry I'm not interested in the satellite 
aspect of your project. My own plans include efforts to get some 

of these old classic hollowstate CB's running on 10mtr AM when 


the band opens up. I remember the Courier rigs very well!! The "Royale", 
the "1-M", "23plus". See them at hamfests all the time and the prices 
are very reasonable. The best radios for the conversion would 

be the ones with the tunable receive of course. 

A few list members E-mailed me privately after my post describing their 
hollowstate CB collections. I think some of them were afraid to come 
out of the closet. Hi Hi!!.. 


Good Luck with your project! 


pe Seed 73......Glenn N2BIG gfiner@nms.com 


From boatanchors@theporch.com Wed Oct 23 20:17:12 1996 
From: kilgore@dev.tivoli.com (Jeff Kilgore) 

Subject: AES number 

Message-ID: <9610232033.AAQ08856@wichita.tivoli.com> 


Someone just requested the phone number for Antique Electronic 
Supply, but I accidentally deleted the message before responding. 
Anyway, the number is (602) 820-5411, FAX (602) 820-4643 or 

(800) 706-6789. 


73, 
Jeff Kilgore, KC1MK 


From boatanchors@theporch.com Wed Oct 23 20:17:12 1996 
From: rsolomon@cctds.textron.com 

Subject: AES Phone Number 

Message-ID: <9609238461.AA846112373@cctds.textron.com> 


Can someone e-mail me the phone number for Antique Electronic 
Supply. Thanks, Dick, W1KSZ 


rsolomon@cctds.textron.com 


From boatanchors@theporch.com Wed Oct 23 20:17:12 1996 
From: wbird@dns1.ala.net 

Subject: Re: AES Phone Number 

Message-ID: <M.102396.154511.94@ala.net> 


Dick: The number is: (602) 820-5411. They have a toll-free fax #, but that is 


the only phone number I found. Willis T. Bird (W4WUL) 


PetsheneoSssSes Fase see ses Reply Separator--------------------- 2 rrr ren n n-ne 
Can someone e-mail me the phone number for Antique Electronic 
Supply. Thanks, Dick, W1KSZ 


rsolomon@cctds.textron.com 


From boatanchors@theporch.com Wed Oct 23 20:17:12 1996 
From: wbird@dns1.ala.net 

Subject: Re: AES Phone Number 

Message-ID: <M.102396.173858.90@ala.net> 


Dick: The number is: (602) 820-5411. There is a free fax #, but this is 
the only phone number I found. Willis T. Bird (W4WUL) 


aa a ala et el Reply Sep tal O rons share ea a perm Aiea eens ciara emia 
Can someone e-mail me the phone number for Antique Electronic 
Supply. Thanks, Dick, W1KSZ 


rsolomon@cctds.textron.com 


From boatanchors@theporch.com Wed Oct 23 09:50:19 1996 
From: "Gary N. Anderson" <ganderso@iu.net> 

Subject: Alexanderson Alternator test 

Message-ID: <199610231102.HAA28820@bb.iu.net> 


No luck here, either. Oh, well....... 

73's 
Gary N. Anderson=====>Palm Bay, FL=====>Amateur Call: 
WA4IVF 


(Also history, astronomy, cycling, ad infinitum. ) 


"Always do right. This will gratify some people and astonish the rest." 
Mark Twain 


From boatanchors@theporch.com Wed Oct 23 09:50:19 1996 

From: "Bob Ragain, 303-470-2534, RAGAIN@SEDALIA.OMNES.SLB.COM" 
<RAGAIN@hubvx6.sedalia.wireline.slb.com> 

Subject: Alexanderson Alternator TX, SAQ 

Message-ID: <961023033545.2504bcaf@hubvx6.sedalia.wireline.slb.com> 


Did anyone copy SAQ? I didn't :-( 
Thanks, 


Bob 


From boatanchors@theporch.com Wed Oct 23 09:50:19 1996 
From: "E.V. Sandy Blaize" <ebjr@worldnet.att.net> 
Subject: Re: Alexanderson Alternator TX, SAQ 
Message-ID: <19961023102051 .AAA29936@LOCALNAME> 


At 09:37 AM 10/23/96 +0000, you wrote: 
>Did anyone copy SAQ? I didn't :-( 
> 
>Thanks, 
> 
>Bob 
> 
> 
Well, I WAS all set up! I just awoke! It's 10:00+ GMT!!! I'm an 
hour late! 
(The grapes were probably sour anyway!- [Aesop's "fox"]) My alarm clock 
didn't go off! 


7133 


E. V. Sandy Blaize, W5TVW 

"Boat Anchors collected, restored, modified, traded & used!" 
ebjr@worldnet.att.net 

417 Ridgewoood Drive 

Metairie, LA., 70001 

{Still looking for: Hallicrafters SR-75, and 860 tubes!? 


From boatanchors@theporch.com Wed Oct 23 13:52:23 1996 

From: "Ray L. Mote" <rmote@rain.org> 

Subject: Black Tubular caps 

Message-ID: <Pine.SUN.3.95.961023093200.26608A-100000@coyote.rain.org> 


Old wive's tale? ... Well, let's just say that those who refuse to 
learn history will certainly have an opportunity to experience it! The 
cycle goes like this: (a) turn on SP-600, (b) listen a bit, (c) wonder 
why it suddenly went dead, (d) discover that a bypass popped and took 
the fuse with it, (e) replace the bypass...... repeated ad nauseum. 
Note that steps (d) and (e) include removal of receiver from rack (if 
any), removal of covers, and reversing that process. 


After the third cap in two days, I finally got the message and replaced 
‘em all. I, too, discovered cracks in the plastic shell -- sometimes 
hidden as they were on the side facing the chassis. Maybe I'ma bit 
odd, but I prefer to have the equipment spend most of its time right 
side up in a rack or on a desk, not upside down on the bench! 


The above experience with black tubulars occurred almost thirty years 
ago. Does anyone really believe they've ximproved* with age? <grin> 


TB iwked ws Ray Mote, K5FKT <rmote@rain.org> Oxnard, CA ex-W6RIC 


From boatanchors@theporch.com Wed Oct 23 13:52:23 1996 
From: "Grant Youngman" <nq5t@gte.net> 

Subject: Re: Black Tubular caps 

Message-ID: <199610231751.MAA14841@mail1.gte.net> 


> Note that steps (d) and (e) include removal of receiver from rack (if 
> any), removal of covers, and reversing that process. 


Can also mean removing the [SP600's] RF strip (oh, you won't like 
that one a bit!) and putting it back (even worse than removing it). 
Or temporarily relocating the selectivity switch to get to a couple 
of impossible to reach locations. These are not tasks one would 
wish their enemies to have to do more than once. Well, maybe 

your WORST enemy :-) 


Grant 
Grant Youngman -- NQ5T 
nq5t@gte.net 


HTTP: //home1. gte.net/nq5t/index.htm 
Double Oak, TX (near Dallas) 


From boatanchors@theporch.com Wed Oct 23 20:17:12 1996 


From: mknudsen@lucent.com 
Subject: Re: Black Tubular caps 
Message-ID: <9610231754.AA03637@bock.ih.lucent.com> 


Couple years ago at Elgin IL ARCI Radifest, I saw a nicely repainted SP600 
for $225. The seller said it was all recapped and aligned. I peeked 

thru the alignment holes in the RF ceck and saw several Orange Drop caps. 
I thought "Ugly. Inauthentic. And I don't get to make repairs My way." 
But I really wanted an SP600 so I paid him the money, and the set plays 
great with no trouble to date. 


Since reading this List on Black B's in general and SP600s in particular, 
I think that's the best $225 I ever spent! SOmeday I'll put that 600 
from its cabinet and look inside, but because I xwant* to! 73, mike k aa9rg 


From boatanchors@theporch.com Wed Oct 23 09:50:19 1996 
From: drhydro@ames.net (Paul Nelson) 

Subject: Bristol splines- again! 

Message-ID: <v01540a0cae935492ca10@[1.1.1.1]> 


The only thing missing from the recent post on Bristol splines is the 
number of flutes. Here's the McMaster-Carr data on that- re-re-reposted 
from a thread last year. Wow, am I glad I save some of this stuff. 


Combine this with the msg from a digest or so ago and you'll have the 
definitive word on the subject! 


The recent thread on Bristol splines caused me to look up a post I 
made in late December- Ray Mote also posted on this subject, about the 
same time- and I thought that this info might save some folks money. 
The Excelite tools are certainly excellent (!) but costly. These from 
McMaster-Carr are standard L-shaped things, look like allen wrenches, 
and are cheap enough to be affordable! 


In December, I wrote: 


I bought some from them (McMaster-Carr) this summer, 

and they've got all the sizes you'd ever want. Here's the same list 
that was posted several weeks ago, but with current 

prices (I think) and whether they're four- or six-flute. 

They call ‘em Spline L-keys. 

They have both short-arm and long-arm types, and drivers, and 

insert bits, and lots of other stuff. 

For those not familiar with McMaster-Carr, this info was on page 2183 
of their catalog. LOTS of other stuff. 


Phone: 708-833-0300. They take plastic. 


DIA. FLUTES CAT NO PRICE 

.033 4 + 7048A11 0.70 # 
.048 4 + 7048A12 0.60 # 
.048 6 x 7048A13 0.58 # 
. 060 6 x 7048A14 0.60 # 
.069 4 + 7048A15 0.58 # 
.072 6 x 7048A17 0.53 # 
.076 4 + 7048A16 Q.55 # 
.096 6 x 7048A18 0.53 # 
111 6 x 7048A19 Q.55 # 
.133 6 x 7048A21 0.83 
145 6 x 7048A22 0.88 

. 168 6 x 7048A23 0.98 
.183 6 x 7048A24 0.98 
.216 6 x 7048A25 1.15 
.251 6 x 7048A41 1.88 
291 6 x 7048A42 3.10 
.372 6 x 7048A43 4.55 
454 6 x 7048A44 8.65 
.595 6 x 7048A45 13.75 


Those marked # are included in a set of 9 short-arm wrenches, Cat.No. 
7048A54, for $6.40. There are more sets. This one looked best to me. 


Hope this helps! 


Paul Nelson W5GNF "When I go, I want to go quietly, in my 
Ames, Iowa sleep, like my grandfather- not 
screaming, like his passengers." 
(DrHydro@ames.net) 
"More hay, Trigger?" 
Cessna 140 N77149 "No thanks, Roy, I'm stuffed." 


From boatanchors@theporch.com Wed Oct 23 20:17:12 1996 
From: mknudsen@lucent.com 

Subject: Re: Cadmium Toxicity (was Selenium) 
Message-ID: <9610231735.AA03619@bock.ih. lucent. com> 


Barry, while on the topic (someone mentioned chromate powder), 
how about cadium plated chassis? Most old radios were Cd plated, 
and one book warns that this stuff is toxic. Many old chassis 
have this yellowish powder coating from years of corrosion, 


whihe is easily brushed and wiped off. Is this stuff dangerous? 

I try to do this work outdoors, but I've surely inhaled plenty of this dust 
and got it on my hands. Sooooo, should I start making up a list 

of asking prices for my widow, or just be more careful in the future? 


And seriously, should I disconnect hte ozone generator on our hot tub? 
73, mike k aa9rg 


From boatanchors@theporch.com Wed Oct 23 20:17:12 1996 
From: "Benjamin D. Hall" <bdhall@ghgcorp.com> 

Subject: Re: Cadmium Toxicity (was Selenium) 
Message-ID: <326E99FD.FD3@ghgcorp.com> 


mknudsen@lucent.com wrote: 


Barry, while on the topic (someone mentioned chromate powder), 
how about cadium plated chassis? Most old radios were Cd plated, 
and one book warns that this stuff is toxic. Many old chassis 
have this yellowish powder coating from years of corrosion, 

whihe is easily brushed and wiped off. Is this stuff dangerous? 


VV VV V 


While waiting for the definitive answer from Barry, I'll chime in with a 
few cents worth. I did some haz-mat evaluation as a summer job, 
basically telling the Navy how they could de-militarize nuclear service 
pressure sensors. We cad plated a lot of stuff made before the 80's, 
but switched to chrome plating as I was told this was "becase the 
plating solution was less toxic." While I don't have my TLV, OSHA, and 
Haz-Mat stuff anymore, I remember cad plating not being a problem as 
long as you don't heat it, breath it, and/or eat it, and in the metallic 
form (like a plating) it really isn't that bad, but I do remember it 
being able to pass thru skin. Perhaps gloves are in order? Personally, 
I'm not real worried. Not sure what the yellow gunk is... Ohhhh 
Barrryyy, weeee neeeeed yoooouuu... It does require disposal ina 
special landfill I do remember. 


Collector of fine firebottle 
equipment, as well as other things 
BDHall@GHGCorp.com -or- involving Earth, Air, Water, and 
BHal1l@GP802.J3SC.NASA. gov Fire. 


From the computer of 
Benjamin D. Hall, Houston Texas 


"When you clock the human race with the stopwatch of history, it's a 
new record every time." 


From boatanchors@theporch.com Wed Oct 23 13:52:23 1996 
From: "Wayne Cronin" <wmc@postoffice.worldnet.att.net> 
Subject: CB BAs (was re:A BA LEO Satellite Station) 
Message-ID: <19961023171442.AAA21675@Bravo> 


Glen said (responding to Rich): 


Hi Rich! , I'm not laughing!! A while back I posted a query 
regarding trying to locate a Browning Golden Eagle MK II or MKIII. 
That's a rig from my youthful days. I'm sorry I'm not interested in 
the satellite aspect of your project. My own plans include efforts 
to get some of these old classic hollowstate CB's running on 10mtr 
AM when the band opens up. I remember the Courier rigs very well!! 
The "Royale", the "1-M", "23plus". See them at hamfests all the time 
and the prices are very reasonable. The best radios for the 
conversion would be the ones with the tunable receive of course. A 
few list members E-mailed me privately after my post describing 
their hollowstate CB collections. I think some of them were afraid 
to come out of the closet. Hi Hi!!.. 


VVVV VV VV VV VV 


Hey, I wouldn't mind hearing from those folks. Maybe some others on 
the list would like to hear, too. They ARE BA rigs, after all. 


> 
> Good Luck with your project! 


De dave giserd erate i Glenn N2BJG gfiner@nms.com 


Wayne Cronin WA5VIF 
wmc@worldnet.att.net 


From boatanchors@theporch.com Wed Oct 23 09:50:19 1996 
From: stuartr@saturn.dsccc.com (Stuart Renes) 

Subject: Differences between 7543 and 6AU6? 

Message-ID: <326f21ab.79120859@saturn.dsccc.com> 


I notice that Collins uses a 7543 in their KWM-2/A gear. It appears that this 
tube is rather hard to come by. It seems electrically identical to a 
garden-variety 6AU6, but I suspect a 7543 was chosen for a specific reason. I'm 
guessing that the 7543 has better stability characteristics (since this tube is 
used in the VFO of the M-2/A). 


Does anyone know the details of this selection or the penalty for substituting a 
6AU6 for the 7543 in a KWM-2/A? 


Stuart 

WA5EBQ 

KKK KK IK KIKI AKI KIA KIKI KK IKI IK III I IK IKI IK IK IKI I 
Stuart Renes | DSC Communications 
(972) 519-4411 | 600 Data Drive, ISDO5 


stuartr@saturn.dsccc.com | Plano, TX. 75075 
KKEKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKK 


From boatanchors@theporch.com Wed Oct 23 13:52:23 1996 
From: pmills@A.crl.com (Phil Mills) 

Subject: Re: Differences between 7543 and 6AU6? 
Message-ID: <199610231531.AA00227@A.cr1.com> 


Every piece of S-line gear with a vfo that has passed through my hands 
has had a 6AU6 instead of the 7543. My substution book shows it as a 
valid sub. I've never had any vfo problems with a 6AU6 in place. 


73, Phil 


>I notice that Collins uses a 7543 in their KWM-2/A gear. It appears that this 
>tube is rather hard to come by. It seems electrically identical to a 
>garden-variety 6AU6, but I suspect a 7543 was chosen for a specific reason. I'm 
>guessing that the 7543 has better stability characteristics (since this tube is 
>used in the VFO of the M-2/A). 

> 

>Does anyone know the details of this selection or the penalty for 

substituting a 

>6AU6 for the 7543 in a KWM-2/A? 


> 

>Stuart 

>WA5EBQ 

DI I OI II II IOI IO III II II II IK A I I 
> Stuart Renes | DSC Communications 

> (972) 519-4411 | 600 Data Drive, ISDO5 


> stuartr@saturn.dsccc.com | Plano, TX. 75075 
SPKEKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKE 

> 

> 

Phil Mills, AB5TH *xk*k*k Wanted -- 1957 ARRL Handbook KKK 
pmills@a.crl.com 

713-992-5762 

Friendswood, TX (south of Houston) 


From boatanchors@theporch.com Wed Oct 23 20:17:12 1996 
From: wd4mgm@ix.netcom.com (CARL WHITAKER ) 

Subject: Re: Differences between 7543 and 6AU6? 
Message-ID: <199610240057 .RAA20207@dfw-ix11.ix.netcom.com> 


The 7543 is supposed to be a "low noise" version of the 6AU6(A). Some 
of the S-line stuff came with 7543 screened on the PTO and some came 
with 6AU6. I think all the 5151's were 7543. I've never been able to 
see or hear any difference between the two. 


Carl Whitaker 
WD4MGM 


wd4mgm@ix.netcom.com 


From boatanchors@theporch.com Wed Oct 23 20:17:12 1996 
From: "Garey Barrell, K40AH" <75025.73@CompuServe.COM> 
Subject: Drake R-4B Part 

Message-ID: <961024011045_75025.73_FHD47-1@CompuServe. COM> 


I am in the process of restoring a Drake R-4B that I 
picked up at Dayton last year. Had a fried resistor 
in it, so replaced it. Simple enough... Wrong....! 


When I turned it back on I checked the DC voltage point 
fed by that resistor, which happened to be a 1.5K to 
T-14, the IF transformer. Hmmmm. The voltage was 
dropping steadily. After killing the power, felt the 
resistor. HOT! Anyway, removing the IF can revealed 
that the coil form was charred in about the middle, 
broke in half, with this cute little braided wire 
tangle between the two parts. This tranformer has a 
standard ferrite slug inside the form, and an overall 
ferrite tube around the whole coil. 


So.... Anyone got an extra T-14 lying around?? 
73, Garey - K40AH 


75025.73@compuserve.com 
Atlanta 


From boatanchors@theporch.com Wed Oct 23 13:52:23 1996 

From: "Barry L. Ornitz" <u856010@eastman.com> 

Subject: Drilling Out Setscrews 

Message-ID: <Pine.ULT.3.91.961023133521 .24159A-100000@dua150.kpt.emn.com> 


Grant Youngman, NQ5T, wrote: 


> On an sp600 aluminum knob with a frozen set screw I used Deoxit, Liquid 
> Wrench, that gritty stuff thats supposed to make wrenches grip better 

> (forget the name), E-Z outs, and several high speed super duty drill 

> bits. Might as well have been attempting to disassemble the great 

> pyramid with a tea spoon. 


Setscrews are normally hardened steel and a regular drill bit will likely 
not cut through one. The titanium nitride coated bits will do a little 
better but not much. I cannot understand why these have even become so 
popular. To really do the job, get cobalt bits. These are the 
solid-gold colored bits with a point that is ground at a slightly 
different angle; the titanium nitride bits are only coated down the 
length of the flutes. Cobalt bits usually cost less than the titanium 
nitride coated bits too. The only metal I have seen them fail to drill 
was Hastelloy C-276, which I hope to NEVER see again! 


Does anyone know if standard machine screw taps are available in cobalt? 


73, Barry L. Ornitz WA4VZQ ornitz@eastman.com 


From boatanchors@theporch.com Wed Oct 23 20:17:12 1996 
From: "R. Eric Sluder" <sludere@gte.net> 

Subject: DX-20 manual needed 

Message-ID: <326EA6A9.7BE2@gte.net> 


Just joined this list and I already have a request. 

I'm in need of a good copy of a DX-20 manual. I'm willing to copying 
costs and postage. I just picked one up in "near" mint condition, and 
it even glows, now I just need the manual and a line fuse installed and 
I'll be ready for 40 CW... 

Any help would be appreciated. 

73, 


Eric Sluder 
KB9BGS 


From boatanchors@theporch.com Wed Oct 23 09:50:19 1996 

From: vigar@interport.net 

Subject: FS WW II Magnetron 

Message-ID: <1.5.4.32.19961023042449 .0066fde4@pop. interport.net> 


I have a NOS GE 5329 magnetron that I'd like to sell. It is in original 
cellophane 

wrapping and marked "Confidential". This tube is all glass with 4 pins at 
the base and a large getter coating at the top. It is an external magnet 
type so the innards are quite 

visible. I'd like to get $35.00 plus shipping. Thanks. 


Gary, K2ZSZ 
Douglaston, NY 
Gary Gleicher, K2ZSZ 
242-01 Alameda Ave. 
Douglaston, NY 11363 
718-423-1906 (eves.) 


From boatanchors@theporch.com Wed Oct 23 09:50:19 1996 
From: jkh@lexis-nexis.com (John Heck) 

Subject: FS: Early Telegraphy Instruction Booklet 
Message-ID: <9610231257.AAQ02290@beans.lexis-nexis.com> 


Folks, 

I picked up the following very interesting little book at an auction a few days 
ago 

and would like to offer it to the list members: 


"Telegraphy and How To Learn It-with Brief Chapters on Elementary Science", by 
Wilson F. Freferick, Frederick J. Drake Co. Publishers, Chicago, 112pp, *1901x* 


This book is a small(~4x6) paperback. The front cover is in color, and depicts a 
man and a woman in Victorian, turn of the century costume, sitting at a table 
prac- 

ticing code. The front cover is detached from the book. It has a small piece of 
the 

upper, right corner missing but has retained some of the paper of the spine. The 
back cover is missing altogether. The body of the book seems to be in good 
condition 

but shows some yellowing. The book is nicely illustrated with vintage telegraphy 
gear and other illustrations. About half of the book is devoted to electrical 
theory, 

and half to telegraphy. I have made no attempt to conserve the book as I felt this 


should be at the option of the collector who purchases it. 


I do not collect telegraphy items so don't want to retain it but I feel it is an 
unusual little book and doubt that many of these have survived due to being soft 
cover. I will sell it for $15, postpaid. Please reply via private email at my 
address. 

Regards, 

John Heck, KC8ETS 

Dayton, Ohio 

jkh@lexis-nexis.com 


From boatanchors@theporch.com Wed Oct 23 09:50:19 1996 
From: Chuck Penson <penson@sci.mus.mn.us> 
Subject: FS: Heathkit Technical Bulletins 
Message-ID: <326E3CC2.67D9@sci.mus.mn.us> 


Heathkit Technical Bulletins 

* Covers complete years: 1966 to 1979 (1977 missing). 
About 1000 pages on standard 4 x 6 inch microfiche. 
$20 plus $3 shipping. 

Satisfaction guaranteed. 


+ + + 


Heathkit Technical Bulletins were the company's own private "Hints and 
Kinks" publications distributed for use by Heath technicians around the 
country. Technical Bulletins were compiled from notes by factory techs 
as well as techs in Heathkit stores nationwide, and contain thousands of 
fixes, modifications, and hints for kits spanning Heath's entire product 
line. Everything from TV and stereo to ham gear and general products. 


There are nearly 1000 pages of Technical Bulletins dating from 1966 to 
1979. Note: 1977 is missing from this group but will be supplied free of 
charge to those who purchase a set, if and when I discover a copy.) 


This low-tech fiche format is inexpensive, reliable, and easy to use. 
Fiche readers are cheap and plentiful. 


If you need additional information please write or call. 


Thanks! 


Chuck Penson 
WA7ZZE 


penson@sci.mus.mn.us 
612.221.4510 voice 


612.224.5092 fax 
http: //comped.sci.mus.mn.us 


Standard Disclaimer: The opinions expressed are etc. etc. 


"Nothing is too wonderful to be true" -- Michael Faraday 


From boatanchors@theporch.com Wed Oct 23 09:50:19 1996 
From: Bob Reynolds <breynold@sigg.com> 

Subject: Hallicrafters S-85 manual needed -Reply 
Message-ID: <960ct23.090806cdt.19614@firewall.sigg.com> 


Phil, I have a manual I can copy, let me know the address to 
send it out no charge. 


Red, K5VOL 


>>> "Shepard, Phil/NTSEUG" <pwshepar@sp-eug.com> 
10/21/96 06:26pm >>> 


Hi BAers, 


I just picked up a Hallicrafters S-85 receiver, but not a manual. 
Does 

anyone have one they would be able to copy for me? I will, of 
course, cover 

your costs plus a bit. 


Tnx es 73, 


Phil Shepard, NS7P 
pwshepar@sp-eug.com 


From boatanchors@theporch.com Wed Oct 23 09:50:19 1996 
From: lkayser@rideau.net (Larry Kayser) 

Subject: Re: HRO60 comments wanted 

Message-ID: <199610231442 .KAAQ1511@mail.peterboro.net> 


Greetings: 


In 1958 and 1959 I worked a CW circuit to Arctic Canada and to both England 
and the Hague (Holland). The receiver of the day was an HRO-60. We had 
Rhombics and radio conditions were pretty good as I remember it. We were 
hearing low power G's on 10 Meters loud and clear all day long. 


The radio was not exceptional, as I remember it, but it was very adequate 
for the work at hand. The point to point frequency was 10428.5 Mhz and we 
had competition on or beside the channel. The XTAL filter in the RX was 
adequate, you had to diddle the phasing and the tuning dial at the same time 
to get the signal into the "peak" but it was adequate. 


For my purposes of the day the best part was that the radio had terrific 
image suppression. This made it very usefull in trying to service/debug the 
frequency sweeping transmitter we had to look after. The chart calibration 
was nothing to write home about but it sure was nice not to find you were 
listening to the image instead of the right side and having tuned up the 
system wrong!!! 


Prior to using the HRO-60 I had worked a CW circuit just above 4 mhz and we 
had a HRO Jr, much like the one I have here with me now. It was a great RX 
as well but it drifted much more than the HRO-60. 


All this changed instantly when we got our first Racal RA-17s and some of us 
got to work with the Collins 51) series. In these terms the HRO was less 
than a total success. 


Summary. If you evolved along the HRO line the -60 was pretty good, when 
you got your first Racal or Collins you wondered real quick what was going on. 


Larry 


From boatanchors@theporch.com Wed Oct 23 20:17:12 1996 
From: Merv Schweigert <k9fd@htc.net> 

Subject: Knobs 

Message-ID: <9610231924.AA07215€@ns.htc.net> 


Been reading some postings about refurbishing bakelite 
knobs. One easy way to do the genuine bakelite knobs is to 
put them on a buffing wheel with small amount of compound. 
Bakelite will buff to a better than new shine and all dirt 
and grime plus many small scratches are removed. If you 
are not sure if its Bakelite proceed with caution as buffing 
will melt or destroy some other materials. I do collins , 
National , Hammerlund and assorted other vintage knobs this 
way , not much elbow grease required. 

73 Merv 


TILE INX 


(it 4) 
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: Merv Schweigert K9FD Collector of Keys, "Bugs", 
: 9694 S. Prairie Road Paddles, Code related gear : 


: Red Bud IL 62278 Crystals and Old Heathkits : 
: E-Mail k9fd@htc.net Always looking please call : 
: Ph. 618-282-3953 ---------- 73--------------- : 


From boatanchors@theporch.com Wed Oct 23 13:52:23 1996 
From: mknudsen@lucent.com 

Subject: Lincoln 6mtr xcvr Solved 

Message-ID: <9610231825.AA03667@bock.ih. lucent. com> 


Thanks to the many replies I've received, and Penner's Tube-Type TX 
book, wehave this little CB/intercom 6-meter box nailed down. 


In the book it is shown under "DeWald" as the "Radiophone." 

It was sold by Lafeyette as the HE-35, but doesn't show there. 
But most of them were distributed with Allied's name on them, 
and were a mainstay of fixed and mobile 6m AM in the early '60s. 


Polycomm was also mentioned, but Penner's book shows only a very 
upscale model (over $300, with separate rx and tx VFOs). 


The DeWald sold for around $50 or less and was rockbound tx 
with superhet rx tunable over the entire 50-54 MC band, tho 
with little if any visible readout. 


As one respondent said "it cried out for mods" and he listed 
several he'd done, like PTT and a buffer tube, tho how he fit those 
goodies inside is another question. 


It was the next step above the Heathkit lunchbox Sixer -- superhet, 
not superregen rx, and maybe better looking. The 6V6 plate-modulated 
the 6xx8 output tube, one of those triode-pentode combos as used 

in late, small tube stereo amps. About 2W of RF out. 


Anyway, in its day the Radiophone, mostly under hte Lincoln (Allied) 
lable, ruled the air in Chicago, Washington DC, and a few other places. 


Now, to find a mike for the thing, and a local to QSO with long enough 
to meet that four families in our county (I'm the 5th) who don't have 
calbe TV. Tnx to everyone who responded, 73, mike k aa9rg 


From boatanchors@theporch.com Wed Oct 23 09:50:19 1996 
From: "Grant Youngman" <nq5t@gte.net> 

Subject: Looking for 220V Variac 

Message-ID: <199610230354.WAA14792@mail1.gte.net> 


Anyone have such a beast, rated about 10 amps? 


Grant/NQ5T 


Grant Youngman / NQ5T 


nq5t@gte.net 
http: //home1.gte.net/nq5t/index.htm 
Double Oak, TX -- nr Dallas 


From boatanchors@theporch.com Wed Oct 23 09:50:19 1996 
From: "Cliff Blakey" <Cliff.Blakey@dns.cyberlink.bc.ca> 
Subject: Magic Eye Tube 

Message-ID: <199610230415.WAA18995@dns.cyberlink.bc.ca> 


Hello fellow BA'ers. 
Does anyone have a pinout of a 6X6 indicator tube? I would like to 
switch a radio over to a 6E5 rather than the odd 6X6. 


Regards. 


Cliff Blakey 

Western Wireless Company: 

Fifth Avenue Plaza 

P.O. Box 398 Cranbrook, B.C. V1C 4H9 Canada 
Tel/Fax 604-489-5874 

VE7WWC Cliff Blakey 

cblakey@cyberlink.bc.ca 

Preserving Yesterday's Wireless Heritage. 


From boatanchors@theporch.com Wed Oct 23 20:17:12 1996 
From: bowes@ibm.net 

Subject: Merit Catalog WTD 

Message-ID: <9610230331.AA0025@localhost> 


Does anybody out in BA Land have a Merit transformer catalog that they would be 
willing to 
make a copy of for me? I am willing to cover the printing and mailing expenses. 


Late 50's to 
early 60's version preferred, but I'll take what I can get. TNX. 


Tom Bowes 
KB8NDS 


HEY! Anybody got a spare DM-280?! OK, I'll settle for a National 
speaker to go with my HRO-50T1! 


From boatanchors@theporch.com Wed Oct 23 13:52:23 1996 
From: mknudsen@lucent.com 

Subject: Re: More on Selenium Toxicity 

Message-ID: <9610231701.AA03601@bock.ih.lucent.com> 


So Se is like 03 -- dangerous, but it won't sneak up on you. 


There was a PE Carl & Jerry story where they built a box to generate 
various odors on demand -- mostly fruits and flowers, but also one 

made "from Se rectifier scrapings." They took it to a movie 

and were really enhcaning the show during scenes in fruit markets, 

fields of daisies, etc. Until during a restaurant scene one of our heroes 
grabbed the Morgue/Garbage knob by mistake in the dark, thus spoiling 

a doulbe date and emptying the theatre in short order. 

73, mike k aa9rg 


From boatanchors@theporch.com Wed Oct 23 09:50:19 1996 
From: WPUL1130@CONCENTRIC.NET (LLOYD A. SCOTT, JR.) 
Subject: Motorola 

Message-ID: <327296ff.17125454@SMTP.CRIS.COM> 


Hello does anyone have the web page address and e-mail for Motorola 
73's 

Lloyd 

"Where Destructive Maintenance Is Our Most Important Product" 


From boatanchors@theporch.com Wed Oct 23 09:50:19 1996 
From: dvorkin@pcs.mot.com (Vlad Dvorkin) 

Subject: Re: Motorola 

Message-ID: <199610231242 .TAA14372@iron65.pcs.mot.com> 


Here is Motorola Semiconductor Web page : 


http: //design-net.com/cgi-bin/dlsrch 


vlad 

ous eS See Se Re ES Se Le Se Ne Le Se Su) 
| VLADIMIR DVORKIN Senior Staff Engineer 

SR a ky Se eon a at oh ete te, NE eon ed ee ee ee, 
| CableComm - Multimedia Group | Interplant Mail: IL27/Bldg. 3436 

| Motorola, Inc. | Phone: (847)632 5093 

| 1501 W. Shure Drive | Pager: (847)576 0295 11163 

| Arlington Heights, IL 60004 | Email: dvorkin@pcs.mot.com 

| | Fax: (847)435 0013 

SB ih Nees BSA yc an st ie hc NPR a an si ra i NAO ar are cart PN arene ee ia 
> Hello does anyone have the web page address and e-mail for Motorola 

> 73's 

> Lloyd 

> "Where Destructive Maintenance Is Our Most Important Product" 


From boatanchors@theporch.com Wed Oct 23 09:50:19 1996 

From: "Ray L. Mote" <rmote@rain.org> 

Subject: Need Admiralty "5G" set info 

Message-ID: <Pine.SUN.3.95.961022235658 .27785B-100000@coyote. rain. org> 


Drove down to Hollywood today to meet VK3AQB, who graciously brought 
trade goods from VK2GCE: 


Wireless Set No. 62 
Aussie "A-510" Set 
Admiralty "5G" Set 


Need background info, manual, etc. on the Admiralty set (have manuals 
on the #62 and A-510). In return for lugging all that gear all those 
miles, presented VK3AQB with an RBM .2-2 Mc receiver & AC supply packed 
for the return trip, with cables, manual, etc. He and his lovely wife 
will be hitting Tucson, San Diego, and Seattle prior to returning, so 
those boxes will get handled a *xbunchx. 


y ic area Ray Mote, K5FKT <rmote@rain.org> Oxnard, CA ex-W6RIC 


From boatanchors@theporch.com Wed Oct 23 09:50:19 1996 
From: hdmeitzen@champion.aclic.com (HD Meitzen) 
Subject: need toobs,NC303/conv.,SX101 conv, BA trades 
Message-ID: <9610231334.394C84@champion-0643.aclic.com> 


Anyone tell you this can be an expensive hobby? I am looking for a 


number of things. I know I could go to comm. dealers for the toobs 
butttttt maybe some BAer's have some of this stuff. Think I trust 
this group more than the dealers! Anyway if you got some of this 
stuff I can use to restore some BA's and keep them for me and my 
kids. Anyway email cost + shipping. I have some trading material 
Collins R390A/manual(copy), 75S1,SX71,SX101,NC300. the SX's and NC 
need work. 

1. Need NC303 with all converters. 

2. Need cap assortment(.01,1000pf£,.05,.1, etc. 300v to 600v. lots of 
different values needed) for restoration work also some 20/20/60uf 
and 20/60uf cans. 

3. Need 6/2 converters for SX101. 

4. Need any other BA which covers HF and VHF range.or has unusual 
features. 

5. Need tooooobs. especially the 4H4 and the O01C 


6CB6 12AU7 6C4 7543 
6AU6 OB2 6BE6 6AT6 

6BY6 6X4 6BA6x* 6DC6 
12BY7 2-01C or EA53 12AX7 6BF5 
6BA6 Ballast Tube #6-4,6W 6AL5 6SH7 
12AT7 6V6 12AU7 6SC7 
6C4 6NS7 5Y3 OD3 

6BJ7 6SI7 6AQ5 

6SC7 6H6 12AT7 Diodes 
6K6 4H4 6BA7 1N1492 

5Y3 5V4G 6DC6 1N732A 

OA2 6SG7 6EA8 


Thanks in advance for any time spent on this. Hope I can help in the 
future. 
Dave KB90om) 


From boatanchors@theporch.com Wed Oct 23 09:50:19 1996 
From: Jim Garland W8ZR <4CX250B@miavx1.acs.muohio.edu> 
Subject: Need: Hall. S20R speaker 

Message-ID: <v03007800ae93cc9b9592@[134.53.65.12]> 


This is a long shot, I know, but I need another spkr to replace one with a 
burned-out voice coil and a quarter-size hole in the cone. Any 5 inch round 
speaker would probably do, preferably with a field coil instead of a 
permanent magnet (the S20R uses the field coil as the power supply filter 
choke). Thanks, 

Jim W8ZR 


From boatanchors@theporch.com Wed Oct 23 09:50:19 1996 
From: michael.hopkins.1171@corvus.com (Michael Hopkins) 
Subject: NI6L de AB5L with traffic 

Message-ID: <96102223002627310@corvus.com> 


Two attempts to respond to NI6L's previous posting failed 


Hope NI6L or other will send his correct or alternate address 


From boatanchors@theporch.com Wed Oct 23 09:50:19 1996 
From: michael.hopkins.1171@corvus.com (Michael Hopkins) 
Subject: NI6L de AB5L with traffic 

Message-ID: <96102223002627309Q@corvus. com> 


Two attempts to respond to NI6L's previous posting failed. 


Hope NI6L 


From boatanchors@theporch.com Wed Oct 23 20:17:12 1996 

From: Bob Roehrig <broehrig@admin.aurora.edu> 

Subject: noise limiter help 

Message-ID: <Pine.ULT.3.95.961023142738 .13391A-100000@admin. aurora. edu> 


I am looking for a good noise limiter circuit. The one in my SP200 is 

not too bad but a little complicated for use elsewhere. I am looking 

for something that will work for both AM and CW/SSB. Some of the ARRL 
handbooks show one that basically works in the IF circuit and is supposed 
to prevent the severe distortion that you get with shunt limiters in 
after the detector, but I haven't been able to get that one to work at 
all. Any suggestions appreciated. 


The CQ Sideband handbook raves about the one in the NC-303. Anyone 


have one of those that cares to comment on it? 


E-mail broehrig@admin.aurora.edu 73 de Bob, K9EUI 
CIS: Data / Telecom Aurora University, Aurora, IL 


From boatanchors@theporch.com Wed Oct 23 20:17:12 1996 
From: lblaske@pclink.com (Lee Blaske) 

Subject: ol' buzzards on D-104's 

Message-ID: <v02130500ae94762c01ca@[206.11.0.83]> 


>Why is it that, when many I have heard, get a D-104 and a heavy metal 
>transmitter in front of them, we turn into "ol buzzards"? 

> 

>I have heard some unbelievably long transmissions on AM. I have partaken 
>in round table discussions with 4 to 5 participating members, where it 
>would literally take over 1 hour, before the table completed the round. 


Roger, 


I think that this is just a totally different style of communication. The 
fact that the other 4 to 5 participating members hang in there proves that 
it's mutually enjoyable. Lots of boatanchors aren't set up for rapidly 
switching between transmit and receive. In fact, you could make a case for 
the fact that this style of operation saves wear and tear on switches. 


It's also a matter of collecting your thoughts and making an honest to gosh 
xtransmissionx. The big mike and the massive boatanchor transmitter add to 
the radio station illusion (heaven help me if I ever get a KW-1). It's 
your own little radio show, kind of like Alistair (sp?) Cook's "Letter from 
America." I enjoy this relaxed style of operation. It's halfway between 
the rapid fire QSO's one has on a vhf/uhf repeater and listening to (or 
being) a shortwave broadcast. I like talking about several topics in one 
transmission and also like taking notes while others are speaking. It's 
fun to return to topical threads. 


This is also an ideal way to have a QSO and putter around on the internet 
for a while. Regarding the QSB, lots of people will continue to listen to 
shortwave broadcasts as they fade in and out. 


When you get right down to it, long distance rates are so cheap nowadays 
that you could just simply call a person if you wanted to engage in fast 
paced, efficient, duplex communication. Lots of us, however, will hunker 
down and spend substantial amounts of time listening to and droning away at 
people that we wouldn't think to call on the phone. 


I guess we must simply be enraptured with the sound of our own voice. 


I'll most likely be engaging in this behavior shortly (usually at 10:30 
p.m. on 24.960 or 28.800 depending on whether we're using transistors or 
tubes). These higher frequencies are great for giving your equipment a 
late night work out yacking with local friends without having to battle it 
out on 75 or 160. 


73, 


Lee AAOEF 


From boatanchors@theporch.com Wed Oct 23 13:52:23 1996 
From: rdkeys@csemail.cropsci.ncsu.edu 

Subject: QTC NIL FM SAQ ANI OTR OP CPI SAQ IMI 

Message-ID: <9610231659.AA102483@csemail.cropsci.ncsu.edu> 


Well nil luck here on the SAQ copy either, although on 600M KFS was 

QSA 4 in NC so the mf£/1£ band was open. Several of the digital stns 
were eminently loud here even amid the misc RFI. Can anyone check with 
the fellows at Grimeton on in the Swedish ham community to see if there 
were problems rotating that big baby up to speed? 


We Rrreeeaaalllyy doooooo need to hear that machine purr one more time. 
After all, it is the world's largest boatanchor. 


73/ZUT DE NA4G/Bob UP 


From boatanchors@theporch.com Wed Oct 23 20:17:12 1996 
From: "Chuck Rippel" <crippel@exis.net> 

Subject: RE-SP-600 Black Death Caps 

Message-ID: <199610232207 .SAA31388@marlin.exis.net> 


I have an SP-600 JX-1 which I completely re-capped about a year ago. 
Seems to me there were 32- .01's and 8- .022's which I changed with 
Sprague Orangedrops. I had a .022 located on the conversion switch 
on the rear underside of the turret short which ran B+ to ground. 
This caused the large choke on the right, forward ot the transformer 
to over heat and drip potting coupound out on my stand. I was nota 
happy camper at that point. 


Armed with the philosophy that if one cap was bad, they were probably 

all bad or going bad so I ended up changing each one. The ones under 

the chassis were a snap and the caps in the various IF cans were just 

a tad harder. The caps in the RF strip in the turret were another 
matter. The strip must be removed by unsoldering 4 or 5 wires in the 

455 IF can located on the right side of the turret assy. Inside, the 
colth insulated wires are covered with varnish. Of course, I copied down 
the color code of which wire went where in the IF can. As I removed 


the wires and worked with the now free RF strip on the bench, the 
varnish flaked off a little at a time which had the effect of 
changing how I perceived the color code. Of course, this wasn't 
noticed until the RF sub-chassis was ready to be installed. 


I tested several caps on the cap tested in my Fluke meter and they 
all showed resonably good. However, put them on a megger or other 
tester which applies 300 - 400v and the story is far different. All 
were very, very leaky. 


The receiver now SOUNDS much better. I only wished that I had also 
checked a few of the high value resistors as they tend to change 
also. 


Chuck Rippel Real Radios Were Made in 
crippel@exis.net Cedar Rapids, Iowa 
Secretary of the Collins Collectors Association 


From boatanchors@theporch.com Wed Oct 23 09:50:19 1996 
From: "James C. Owen, III" <owen@apollo.eeel.nist.gov> 
Subject: RE: Receiver Alignment 

Message-ID: <34219.owen@apollo.eeel.nist.gov> 


In message Tue, 22 Oct 1996 10:29:23 -0500 (CDT), 
"Anderson, Craig - Ext. 1365" <CAnderso@smtp.stp.tec.mn.us> writes: 


> 

> 

> Does anyone know of a good book on receiver alignment. I have seen some 
> Tech Manuals that do a good job of it but do not currently own a copy. 


Craig there must have been 100's of books written on alignment over the 
years. The problem is in finding them. I have three that are very good. 


Radio Engineering by Terman--McGraw-Hill there are several editions of this 
and it was a standard reference text at many schools at least through the 
60's. 


Principles & Practice of Radio Servicing--War Dept. Education Manual EM962 
My version is a 1944 issue and is EXCELLENT. This may be the best manual I 
have on repair and service. Where to get it? I don't know. 


Capitol Radio Engineering Institute--Text on "Reception I and II"-- This is 
the text I used in Tech School and is very good but does include quite a bit 


of math. 


Suggestions: (1) Go to hamfest and dig in the boxs of Tech manuals under the 
tables for something appropriate. (2) Try to find an Electronic Tech or 
Engineer in you area that still has his/her text from Tech School (CREI, 
Devry, NRI) and copy sections that you need. (3) Go to a used book store and 
look for the Terman books (4) Look for a Radio/TV repair shop whose owner 
has been around for a while and see if they still have their text from the 
above schools. (5) Check the "SAMS" and "TAB" books that are still being 
published. Through one or more of these sources you should be able to find 
what you need. 


73 Jim KACGY 


From boatanchors@theporch.com Wed Oct 23 13:52:23 1996 
From: mknudsen@lucent.com 

Subject: RE: Receiver Alignment 

Message-ID: <9610231619.AA03570@bock.ih. lucent. com> 


Good suggestions. I'll thjrow in a few observations: 


1. If you read enough SAMS and Riders service sheets froor various radios 
(ham/comm, home, hi-fi, etc.) you will absorb a lot. But you 

need to understand some of the theory behind it all, so do try to 

get the books or course materials that Jim mentioned. 


2. Once you really understand alignment, you may choose to override 
some of the SAMS etc procedures and do it your way. (E.g., the 
stock manual procedure for the HQ-180 won't work most of the time). 


3. Don't be afraid to tinker with alignment adjustments, especially 

when you have the means to do a full, correct alignment job afterwards 
if you screw things up. I always tweak the alignments on any rx, unless 
the seller swears he has jsut had it profressionally done (and even then 
you'd be amazed...). 


4. Some say not to touch alignments till every part of the rx is known 
to be 100% up to snuff. Pure BS! Tweaking the trimmers will often 
"repair" a weak set, or at least help isolate real bugs. 

And not until you attempt alignment will you find certain failures -- 
inability to peak a particular stage reveals something is "broke." 


Peaking trimmers by ear at least assures you that that stage is more 
or less working. 


5. But don't tinker with tircky stuff (overcoupled double-peak IFs, etc) 
unless (1) you're sure they're way off, and (2) you are ready and able 


to align them properly later. 
This assumes you know which adjustments are "tricky" in a given set -- 
without that set's manual or SAMS this takes lots of experience. 


73 es enjoy tweaking the sdcrews -- mike k aa9rg 


From boatanchors@theporch.com Wed Oct 23 13:52:23 1996 
From: jmiller@teleteam.net (Jay H. Miller) 

Subject: Refinishing Knobs 

Message-ID: <v01540b00ae9410ff£52a6@[199.34.24.4]> 


A post came across the other day inquiring about refinishing skirted 
bakelite knobs on Collins equipment. As I am honing my webpage graphics 
skills, I thought it an excellent chance to try an experiment. 


If I may direct your attention to my home page at the following URL: 
www.teleteam.net/~jmiller/ 


Go to the Ham Radio section and then click on the "Do a Knob Job on Your 
Vintage Radios" tag. Like I say this is only an experiment-- your feedback 
is very important. I suggest you use Netscape if you have it. The entire 
page is a 115K GIF file so it may take more than a few seconds to load. 


For those of you without such technology, here are the steps I use: 

(1) Clean the knobs with Formula 409, a toothbrush and running water. Let 
them dry. 

(2) Apply a coat of black shoe polish (the old paste type) and buff. 

(3) Repeat step two with some "spit." 

(4) Final polish with a soft cloth. 

(5) White lines may be replaced, added, fixed with white acrylic paint. 


If this little experiment works, maybe we'll consider a suggestion to set 
up an image archive with JackAttack. 


Anyway I had fun and hope it is helpful to someone. 


KAKA AK  THAAARAARAARAARAAHHE ak KK AK KARE 
Jay H. Miller, KK5IM Dallas, Texas 
The Pocket Guide to Collins Amateur Radio Equipment 
AMI4846 Collins Collectors Association 
E-Mail: jmiller@teleteam.net 
Visit My Home Page: www.teleteam.com/~jmiller/ 
RRR RR THRAARAARAARAARAAHE ak K KKK 


From boatanchors@theporch.com Wed Oct 23 13:52:23 1996 

From: "Barry L. Ornitz" <u856010@eastman. com> 

Subject: Re42: Selenium exposure 

Message-ID: <Pine.ULT.3.91.961023112635 .24002B-100000@dua150.kpt.emn.com> 


On Wed, 23 Oct 1996, Tom Bridgers, KE4RRH, sent me a note that I thought I 
should share with the group. I believe it shows a practical approach. 


> In my case I did have a selenium rectifier in an R-390A start smoking. 
> Soon as I smelled it though, I turned the set off. I don't recall airing 
> the place out; seems to me the smoke dissipated fairly rapidly. 


If the level had been very dangerous, the stench would have driven you out 
of the room! The big worry is that after a while, your nose ceases to 
smell the stuff. [This is a severe problem with hydrogen sulfide, the 
rotten egg gas which is a neurotoxin. ] 


> I do not recall having any of the symptoms you mentioned, so 

> I am assuming my exposure was not enough to cause any long term problems. 
> From what Al said in his post, he probably got more of an exposure than 

> I did... 

> Dunno ... guess there is not anything I can do about my exposure, 

> right? 


But look at Al today - a completely incurable addiction to boatanchors. 
Any sane person would tell you that the selenium exposure must have 
totally ruined his thought processes! :-) 4Sorry Al, I couldn't resist? 


Actually long term exposure to low amounts is more of a problem than short 
term exposure to somewhat larger concentrations. The selenium stack ina 
R-390A is tiny. The scary thing is one of those big stacks with plates as 
large as one foot on a side used in battery chargers and low-voltage, 
high- current supplies. 


On another tack, I now realize that when I steel wooled a bunch of 
knobs to get them down to bare metal, that I probably exposed myself to 
some yellow chromate dust. Fortunately I did most of that work outside 
and hopefully didn't inhale much. 


VVNV NV 


Humans, like all living things, would not be alive today if we could not 
detoxify small amounts of most toxic materials found in our environment. 
The key is to use common sense. Work outdoors, which you did, wash your 
hands well afterwards, use a simple dust mask if necessary, avoid certain 
materials completely, etc. I have no worry about working with many toxic 
substances _IF_ I know what to expect before hand, and can plan my actions 
and safety measures accordingly. Ignorance is what is really dangerous. 


> For as much fun as these BA's are, there sure are some dangers 
> lurking in them.... 


Yes, but that alone should not deter us. I think that by pointing out 
some of these dangers, we can handle them sensibly. I certainly do not 
want us old boatanchorites to become "chemophobes", scared of everything 
chemical. Education is the key, mixed with common sense. Sharing what we 
know can make it easier on others, and I believe is one of the most 
important aspects of being an "elmer". 


73, Barry L. Ornitz WA4VZQ ornitz@eastman.com 


From boatanchors@theporch.com Wed Oct 23 20:17:12 1996 
From: George Humphrey <gah@koyote.com> 

Subject: RT-18/ARC-1 

Message-ID: <199610240109.UAAQ6917@mail.koyote.com> 


Hi BAers 


I recently picked up an old RT-18/ARC-1 in horrible shape. All of the 
expensive tubes and some other items missing and the rest not real clean. 
Well, last night I put it up on the workbench to start parting it out for my 
parts bin but couldn't get started without posting it on the net. I will 
pull any parts needed by net BAers if you will let me know your desires. I'm 
not really interested in supplying parts for dealers and I'm not in it for 
the money. If anyone is short some ARC-1 part for their personal rig that I 
might still have let me know at the following: 


gah@koyote.com 
No need in sending requests to the already busy net. 


73 George KC5WBV 


From boatanchors@theporch.com Wed Oct 23 20:17:12 1996 
From: Bob/WBOAUQ <brainbol@idir.net> 

Subject: RX alignment 

Message-ID: <326ECOC2.5866@idir.net> 


One of my early, hard-learned, lessons on alignment was to 
place the rig, normal position, on a sheet of metal while 
doing the tweaking. Else you might discover that if done 
on an insulated surface then inserted into it's metal cabinet 
things just aren't quite the same. Have discovered that just 


a sheet of aluminum foil works adequately. Happy Tweaking. . 
Bob/WBOAUQ/KS 


From boatanchors@theporch.com Wed Oct 23 20:17:12 1996 
From: marty@aa4xrm.radio.org (locale for Marty Reynolds) 
Subject: SAQ - N.G. from Atlanta 

Message-ID: <199610232125 .RAAQ1443@aa4rm> 


I and my 8 tube DZ-2 Navy DF system didn't hear squat between 0900 & 0930 
UTC. 


One correspondent suggested privately that the Girmeton Stn. had been built 
to "beam" the signal to Riverhead, LI - RCAC's "radio central" 


Being 1000mi south & 200mi inland was suggested as an guaranteed flop. 


I set up @ 17.2 with a URM 25. The rx performed to spec doing 6 db quieting 
for 5 microvolts. 


I recorded what sounded like a long succesion of R-s about 0920 - but 
it may have been my immagination. 


Tried the fone wire for an ant. and a 80m doublet as a T. Grinding qrm was 
hideous - lot of it probably from Sodium vapor street lighting everywhere. 


Although I wish no harm to the venerable mochene, I sure hope a small glitch 
forced a postponement... however the web site shows nothing about this now. 


Great stuff out there on the Tek Diff Amp that blanks on 60hz pulses, 
the HP 330 dist. anal. as a 17khz rf amp., & on & on. Great gyro 
gearloose stuff. 


Great. 


Marty 


xwonderful article on this in the current AWA journal. Notes on how 
H. Beveredge discovered diversity rx-ing for pt.-pt. s-w ckt.s & how 
fade reduction obseleted the Alexanderson overnight. In fact RCA 
had 8 more alt.s on order in 1927 & cancelled with the diversity discovery. 


However a couple of spares were sent to the Navy in '42 for use in 

a volcano bowl where rim-top was 1500' up. Super secret site one-wayed 
to subs all over Pacific & could be heard 150' down at Tokyo 

bay entrance. 


2 Alexandersons were sent but one mistakenly ended up on Guam & it wasn't 
‘til war's end that the alt. was rediscovered finally sent to the 
Haiku, HI secret site. 


Sounds like an all-time package-express record. 


From boatanchors@theporch.com Wed Oct 23 09:50:19 1996 
From: W4A0S@aol.com 

Subject: SAQ 17.2 kHz test 

Message-ID: <961023053155_ 131409298@emout16.mail.aol.com> 


No results here in Vienna, Va. 
Some consumer device was putting out a signal right on 17.2, wide and with 
60 Hz sidebands. It was there last night when I checked the receiver out, 


and I had hoped it would be gone in the wee hours, but no such Luck. 


I could copy the following stations at my QTH this morning, all with some 
kind of machine generated signal: 


15.1 kHz HWU Lebinc, France 

16.0 kHz GBR Rugby, England 

18.1 kHz UMS Former USSR 

19.6 kHz GBZ Crigion, Wales 

21.1 kHz 3SB PRC 

23.4 kHz NPM Lualualue, Hawii 

24.0 kHz NAA Cutler Main (I could have copied this one with a crystal set!) 


But, alas these are not historic stations. 
Hope someone was able to copy SAQ and get a good recording. 


I only get the daily digest, so reply direct if you require an immediate 
response 


73 Bob w4aos@aol.com 


From boatanchors@theporch.com Wed Oct 23 09:50:19 1996 

From: Russell Schroeder@xn.xerox.com (Schroeder,Russell G) 

Subject: RE: SAQ 17.2 kHz test 

Message-ID: <"<2C276E328190677C>2C276E328190677CQ@X-WB-0207-MS2.XN"@-SMF-> 


No results here in Rochester, NY. Lots of local noise limited 
reception to 24.0 and 24.8 kc MSK signals. No other signals heard on 
the RAK-7 and 120 foot longwire in the 15 to 25 kc. spectrum. 


73 Russ W2DYY 


Russell Schroeder@xn. xerox.com 


From boatanchors@theporch.com Wed Oct 23 13:52:23 1996 
From: mknudsen@lucent.com 

Subject: RE: SAQ 17.2 kHz test 

Message-ID: <9610231601.AA03551@bock.ih. lucent. com> 


Swedes? Where? SAQ? 
I gave it a good try last nite (this AM), and MIGHT have heard a 
digit '3' near the end (0930Z), but that would be it. 


I had both the venerable RAK (with power supply cabling bugs pretty 

much fixed, and NO flakiness of any kind) and the new (as of last Sunday) 
RBL at the ready. Before sacking out last nite I put the Heath audio gen 
to the HP counter and lined up both RX to put 17.2 KC right thru their 
audio filters, and lined up the trimmers on both sets (they 

basically let you "align" the rx as you operate). 


Well, them Swedes gotta sell a few more Volvos and buy a decent 
linear, cuz 200 kW just don't cut it on the 17km band. Maybe rent 
Space in Norway and Denmark and put up a bigger antenna too :-) 


Seriously, there were some noise spurs from various electronics 
around the neighborhood, tho at 0400 CDT there shouldn't ahve been 
any TV sets on, or light dimmers, but as someone else observed, 
those little QRM/N generators never rest. 


The spurs come and go every few minutes, which at first led me to 
think I could hear SAQ tuning up. Nope. 


Two things I could've done better (besides putting up mroe wire 

than my 65' Sloper): My RAK works much better on 15-25 KC band 

with the antenna jumper link open (ie, capacitor in series) -- 

probably cuz this reduces the capacitive loading of the antenna, 

whihe is just about purely capacitive, between less than 2.5 miles long. 


With the link open I could xalmost*x peak the antenna trimmer on the 
RAK. What I shuda dobne is grabbed my old Heath cap sub box and 
stuck it in series with the antenna and padded down the loading till 
I could get a good honest peak! At the price of some coupling, 

but I was getting plenty of signal (OK, noise, QRM, etc.). 


Other thing would have been to cut out the 18" or so of hookeup 
wire between my antenna coax and the funny but excellent Navy 


antenna plug into the RAK (same plug fits the RBL too). That unshielded 
wire might ahve picked up some more noise from inside the house. 
But with no SAQ signal heard at all, I doubt it would've mattered much. 


BTW, the RBL peaked on both trimmers OK, but it seems to be less 
effective than the RAK, even tho the architecture and even the coils are 
the same and the tubes are newer (6SK7s versus 6D6). RBL is a bit 
smaller, lighter, prettier, and has direct-reading dial, but the RAK 
just out-hears it on all bands, and RAK's regen ismuch, much smoother. 
Maybe the RBL needs work! 


Who was it that was feeding the 140-turn loop into a Tek hi-gain diff 
amp, and synchornously observing the signals between the 60 Hz 

buzz peaks? If you didn't score, could anyone? I don't think 

Stan mentioned this great use for that Tek plug-in in his book, 

but now every BC/Beacon/VLF DXer will be looking for one! 


I'm almost hoping someone will surf the SAQ web page and see an apology, 
the governor bearings froze up and they didn't operate last nite, 

will try again tonite (before my XYL has to wade thru the big black 
boxes to the ironing board and TV). 73, mike k aa9rg 


From boatanchors@theporch.com Wed Oct 23 13:52:23 1996 
From: mknudsen@lucent.com 

Subject: RE: SAQ 17.2 kHz test 

Message-ID: <9610231604.AA03555@bock.ih. lucent. com> 


Forgot to mention -- I could identify 4 separate FSK stations 
in the 15-25 KC region on the RAK, and 3 on the RBL last nite. 
They overlap, and you have to zero-beat one to hear another. 
But anyway I know my inhalers were working. 

I admire the guy who posted 6 different stations heard. 

73, mike k aa9rg 


From boatanchors@theporch.com Wed Oct 23 13:52:23 1996 
From: bill@skeeter.frco.com (William Hawkins) 

Subject: RE: SAQ 17.2 kHz test 

Message-ID: <9610231748 .AA18008@skeeter.frco.com> 


It's late afternoon in Sweden, now (1PM CDT). The web page for Grimeton has 
not changed. Did anybody in Europe try to listen? Rag? 


Maybe when they closed the switch on the drive motor, all the breakers in 
Sweden tripped, and only the web site remains running on its own generator. 


Or maybe the feedline burned off at the tower, 400+ feet up. Or maybe ... 


Regards, 
Bill Hawkins (who didn't even try because he loaned out the R389's PTO) 


From boatanchors@theporch.com Wed Oct 23 09:50:19 1996 
From: n5off@w5ddl.aara.org 

Subject: SP-600 Cap Problem, Real? 

Message-ID: <492062@w5ddl.aara.org> 


I just rec'd a SP-600 JX-26, s.n. 11400 or so, made in 5-53. 


Bottom line, it has black tubular caps and works great. That is note a 
"by ear" judgement. I compared it to the records on my 390A and 725, and 
it is just shy of the performance of those on some freqs, and beats the 
Collins rigs by .1 uV or so on other freqs. Hot as a pistol. 


Q: How much of a problem are the BT's? 

Q2: Should I be proactive and begin replacing some or all of them while 
the belly of the beast open on the OP table? 

QC: Is this just the tale of old wives, or are the BT's that bad? 


I'm having trouble believing what I read in Hollow State News since my rig 
is littered with BT's, but it works so well. 


Q III: Are there some BT's in particularly tough service (HV?) that should 
be replaced such that I can blow off the others? 


True confessions welcome . 


73 de tom 


From boatanchors@theporch.com Wed Oct 23 09:50:19 1996 

From: Bob Roehrig <broehrig@admin.aurora.edu> 

Subject: Re: SP-600 Cap Problem, Real? 

Message-ID: <Pine.ULT.3.95.961022224359 .10798F -100000@admin. aurora. edu> 


On Tue, 22 Oct 1996 n5off@w5ddl.aara.org wrote: 


I just rec'd a SP-600 JX-26, s.n. 11400 or so, made in 5-53. 

Bottom line, it has black tubular caps and works great. 

Q: How much of a problem are the BT's? 

Q2: Should I be proactive and begin replacing some or all of them while 
the belly of the beast open on the OP table? 


VV VV Vv 


Well, Tom, I thought that maybe it was an ancient tale, passed on thru 
the ages too, that those black caps were always bad. I also have a 


SP-600 and it had those caps. My receiver seemed to work just fine also 
except for an internally generated frying noise at times. I took a 
closer look (visual) at those caps, and most of them were split open 

on the sides. WHen I was disconnecting one to replace it, half the 
cover came off! I replaced all of them except any hidden ones in the 
tuning box but did not bother to check any of them electrically. 


E-mail broehrig@admin.aurora.edu 73 de Bob, K9EUI 
CIS: Data / Telecom Aurora University, Aurora, IL 


From boatanchors@theporch.com Wed Oct 23 20:17:12 1996 
From: Bill Coleman WF2A <wf2awdc@ibm.net> 

Subject: SP600 Black Caps 

Message-ID: <BMSMTP8461160000wf2awdc@pop03.ny.us.ibm.net> 


Re: 3 or 4 assorted notes 
Was traveling so missed out on responding earlier. 


Caveat: My SP600 is currently sitting with the RF deck ripped out, aka it's not 
working yet.... 


I found 6 or 7 of the black caps split. Started replacing them then borrowed a 
nifty LC meter.... EVERY single one of the non-split black hummers was leaky. 
Now... too leaky? don't know, the meter simply flashes "8888" when it thinks 
the leakage current is too high. Oh, they all failed at as little as 100V. 


Other reasons to replace them... the 4 (so far) completely vaporized resistors 
- now those caps were REALLY leaky! 


In the FWIW department - the entire IF chain came to life after replacing all 
the .01 and .022 jobs. Am waiting for a spare RF strip now to finish off the 
‘top end’. 


Bottom line: the problem is real, take the time now before you make resistor 
smoke.I was able to do the ones under the selectivity switch w/o removing it - 
the key was to make a special right-angle tip for my soldering gun! You'll end 
up pulling the sides off, and don't forget the ones in the IF cans - that's 
were one of my vapo-resistors was. And I'll second the statement abt pulling 
the RF strip - no fun - and it looks like reinstall will be a bit tougher. 


Last FWIW - I checked all of the mica caps, all were OK! 


Mine was built July 1952 or so according to the date on many of the bathtub 
electrolytics (also replaced). 


Have fun, Bill 


Email: wf2a@ibm.net 


From boatanchors@theporch.com Wed Oct 23 09:50:19 1996 
From: "Roger A. McCarty" <rmccarty@deltanet.com> 
Subject: stick in the mud; at the risk of being 
Message-ID: <326DAE1E.766E@deltanet.com> 


Can someone answer this question for me? 


Why is it that, when many I have heard, get a D-104 and a heavy metal 
transmitter in front of them, we turn into "ol buzzards"? 


I have heard some unbelievably long transmissions on AM. I have partaken 
in round table discussions with 4 to 5 participating members, where it 
would literally take over 1 hour, before the table completed the round. 


I heave heard buzzards talk so long the band would literally go out and 
come back in during their diatribe. 


Certainly there is a shade of grey between the vox operations of the 
typical sidebander, and the 20 minute transmissions routinely heard on 
AM. It seems to me that a nice healthy exchange of ideas can occur 
easily in a 3 to 5 minute frame, thereby allowing everyone in a round 
table to exchange thoughts and concepts equally, as well as give the 
transmitting station an opprtunity to be aware of changing band 
conditions. 


waddaya think? 

Roger A. McCarty 
Riverside, CA USA 

http: //www.accurate1.com 


From boatanchors@theporch.com Wed Oct 23 13:52:23 1996 
From: Hal Waite <halwaite@sprintmail.com> 

Subject: Re: stick in the mud; at the risk of being 
Message-ID: <326E5574.104D@sprintmail .com> 


Roger A. McCarty wrote: 

> 

> Can someone answer this question for me? 

> 

> Why is it that, when many I have heard, get a D-104 and a heavy metal 


transmitter in front of them, we turn into "ol buzzards"? 


I have heard some unbelievably long transmissions on AM. I have partaken 
in round table discussions with 4 to 5 participating members, where it 
would literally take over 1 hour, before the table completed the round. 


VVVV WV 


This is exactly why, after refurbushing an SX-101 and a Valiant, I traded 
both off rather than get back on AM. This disease was also present back 

in the late 50's when I was on AM for the first time. It must be passed 

on from generation to generation. 


I have several complete vintage SSB stations that I enjoy operating 
without putting up with this long-winded behavior. 


Hal K4GFI/7 


From boatanchors@theporch.com Wed Oct 23 13:52:23 1996 
From: "Grant Youngman" <nq5t@gte.net> 

Subject: Re: stick in the mud; at the risk of being 
Message-ID: <199610231813 .NAA15676@mail1.gte.net> 


> I have heard some unbelievably long transmissions on AM. I have partaken 
> in round table discussions with 4 to 5 participating members, where it 
> would literally take over 1 hour, before the table completed the round. 


This is exactly why, after refurbushing an SX-101 and a Valiant, I traded 
both off rather than get back on AM. 


VVVVV V 


Its just an AM thing, guys. Some are more long winded than others 
(this does not equate in my dictionary to "old buzzard", in any 
case), but in general I find almost any AM QSO more interesting and 
informative than the typical "conference bridge" style stuff that 
takes place in many (most) SSB QSO's. To each his (or her .. or its, 
as the case may be) own. 


Sit back, kick up your feet, relax, and enjoy. Life is good :-) 


Grant 

Grant Youngman -- NQ5T 

nq5t@gte.net 

HTTP: //home1. gte.net/nq5t/index.htm 
Double Oak, TX (near Dallas) 


From boatanchors@theporch.com Wed Oct 23 13:52:23 1996 
From: wbird@dns1.ala.net 


Subject: Re: stick in the mud; at the risk of being 
Message-ID: <M.102396.133427.59@ala.net> 


Hal: I am an old ham from back in the 1950's. To my way of thinking, these 
guys are actually conversing. They are not dealing in the sound-byte method of 
conversation of today. It's the way "it used to be in the good ole days." 
However, being a cw freak I never could think of enough to say verbally to get 
interested in AM or FM phone. So I just play my cw music at what ever rpm the 
other guy wants to cruise at! Willis T. Bird (W4WUL) 


Roger A. McCarty wrote: 


Can someone answer this question for me? 


Why is it that, when many I have heard, get a D-104 and a heavy metal 
transmitter in front of them, we turn into "ol buzzards"? 


I have heard some unbelievably long transmissions on AM. I have partaken 
in round table discussions with 4 to 5 participating members, where it 
would literally take over 1 hour, before the table completed the round. 


VV VVV VV VV 


This is exactly why, after refurbushing an SX-101 and a Valiant, I traded 
both off rather than get back on AM. This disease was also present back 
in the late 50's when I was on AM for the first time. It must be passed 
on from generation to generation. 


I have several complete vintage SSB stations that I enjoy operating 
without putting up with this long-winded behavior. 


Hal K4GFI/7 


From boatanchors@theporch.com Wed Oct 23 20:17:12 1996 
From: "Jim Berry" <basalop@eskimo.com> 

Subject: Re: stick in the mud; at the risk of being 
Message-ID: <199610232219.PAAQ5361@mail.eskimo.com> 


> Date: Wed, 23 Oct 1996 00:55:14 -0500 (CDT) 

> Reply-to: rmccarty@deltanet.com 

> From: "Roger A. McCarty" <rmccarty@deltanet.com> 

> To: Multiple recipients of list <boatanchors@theporch.com> 
> Subject: stick in the mud; at the risk of being 


Can someone answer this question for me? 


> Why is it that, when many I have heard, get a D-104 and a heavy metal 
> transmitter in front of them, we turn into "ol buzzards"? 


I heave heard buzzards talk so long the band would literally go out and 
come back in during their diatribe. 


waddaya think? 

Roger A. McCarty 
Riverside, CA USA 

http: //www.accurate1.com 


VV VV VV VV WV 


I always thought that switch on the front of those old AM rigs was 
known as the "Monopoly Switch" and once you flipped it you were 
expected to carry on for hours. 


73 Jim K7SLI 


aK 
Jim Berry K7SLI. QTH: Marysville, Wa (Near Seattle) 
Email: basalop@eskimo.com FAX: 360-659-1360 

Ham Digital: K7SLI @ K7SLI.#NWWA.WA.USA.NA 

aK 


From boatanchors@theporch.com Wed Oct 23 20:17:12 1996 
From: Eugene Rippen <soundval@foothill.net> 

Subject: Re: stick in the mud; at the risk of being 
Message-ID: <326EA038.698B@foothill.net> 


Hal Waite wrote: 
Roger A. McCarty wrote: 
Can someone answer this question for me? 


Why is it that, when many I have heard, get a D-104 and a heavy metal 
transmitter in front of them, we turn into "ol buzzards"? 


I have heard some unbelievably long transmissions on AM. I have partaken 
in round table discussions with 4 to 5 participating members, where it 
would literally take over 1 hour, before the table completed the round. 


VV VV VV VV VV VV OV 
VV VV VV VV WV 


This is exactly why, after refurbushing an SX-101 and a Valiant, I traded 


both off rather than get back on AM. This disease was also present back 
in the late 50's when I was on AM for the first time. It must be passed 
on from generation to generation. 


I have several complete vintage SSB stations that I enjoy operating 
without putting up with this long-winded behavior. 


VV VV VV VV 


Hal KA4GFI/7 
If it is that annoying, which I think it is, then: 


1. Tell him (it is always a him) that you want to keep it to 
? minutes, each go around. And, don't try to Weasel by 


making any excuse, such as "I may have to leave on short 
notice". We are dealing with grown adults. Just because 
we have condoned their boring/boaring manners in the 


past, doesn't mean it must continue. 
or 
2. Stop listening, sign off, and move on. 


What I am saying is: I am all for AM operating with BA's, and it is my 
own fault if I allow someone to "bore/boar" me out of enjoyment of my 
hobby. 


There is a limit of how much crap one should suffer in order to be 
thanklessly "Polite". 


Gene Rippen 


From boatanchors@theporch.com Wed Oct 23 20:17:12 1996 
From: "Edward J. Zeranski" <ejz@nosc.mil> 

Subject: Tech pubs needs/swaps 

Message-ID: <2.2.32.19961023201914 .00c2e8f8@marlin.nosc.mil> 


I'd like to get manuals, copies, or anecdotal info on the following 
stuff. Glad to pay copy & post fees. 


Cornell-Dublier cap/resistor analyzer mod BF-70 

Cape Cod Navigator DF set by Submarine Signal( marine unit) 
Eico 322 sig gen 

Halli 5R10 

RBS receiver 


Heath 08 scope It works! When was this Heath equipment made?? 
V5 meter 
SG7 sig gen 


This is for swap or copy etc. 


Sams for: Halli S-41, National NC-57 w/SM57 meter, Webcore 210 tape 
recorder, S-38 
Owners manual for MOPAR 107 auto radio (tube w/ss pwr supply) Dodge '60s 


Manuals for: Precision 85 meter,Precision 856 dual sensitivity 
meter, Precision 832 meter, Clarkson 125 sweepgen, Navy CLB-60007 cap 
bridge, Weston Mod-772 type6 analyzer, Ballantine 300A meter, RCA 195 
Voltohmist, RCA WV98 Voltohmist, Dumont 208 scope, Sylvania 132 scope, Heath 
OP-1 scope, Solar CF Exam-eter cap checker, Lear A172 preamp. 


Tech notes dated 1940-41 for Precision 910,912914,915,920,922,954 
tube testers. These notices are a heads up to techs on testing new tubes. 
Which new tubes??? Why 24A,35,51,36,1172Z6,70A7,1R5,1S4,1S5,and 114 of 
course. Ya gotta stay on top of technology! ! 


Ed Zeranski ejz@marlin.nosc.mil, work 
ezeran@cris.com home 
Wooden Boats, Tube Receivers, Rusty Old Trucks, The Good Stuff! 


This is a private opinion or statement and is nobody's fault but mine. No 
person,employer,or govt.should try to take credit for it! 


From boatanchors@theporch.com Wed Oct 23 20:17:12 1996 
From: "Don Buska" <d.buska@aaiate.com> 

Subject: Test Equipment Information Wanted 

Message-ID: <960ct23.150303cdt.15367-2@gateway.aaiate.com> 


I have a few new "old" pieces of test equipment that I 
recently picked up. As is normal no manuals were included. 


I'm interested in any information on the following: 
1. Superior Instruments Co Model 670-A VTVM. 
This is an interesting unit in that it has a couple of ranges 


for measuring capacitance and also a scale for electrolitic 
leakage. 


2. Tektronix Type 130 L-C Meter. 


I just got this on Saturday from Radio Recyclers in 
Milwaukee. It's in very good shape and has a calibration 
sticker on it from 1991. It measures capacitance in pf (uuf) 
from a low range of 3pf to a max range of 300pf and 
inductance from a low range of 3uH to a max range of 30Q0uH. 
Besides the range switch it has two pots for coarse zero 
adjust and fine zero adjust. However, when I checked some 
caps on it these pots seems to control resonance and read out 
the capacitance on the meter when you dip for minimum. Just 
couldn't pass it up for $10. Like I mentioned it is clean 
inside and out. 


If anyone could supply any informtion on these, i.e. 
operating instructions, manuals or schematics please 
let me know. I'll be happy to cover costs. 


73 


Don N900 


KKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKK 


** 
*k Don Buska N900 Principal Engineer 

xk d.buska@aaiate.com Advantest America Inc. 
*k Kenosha, Wisconsin Buffalo Grove, IL 

** (414) 654-0072 (847) 821-3393 

Kk fax (847)634-2872 

** 

*xk ARRL-LM AWA AMI CCA QCWA CSVHFS NTMS 
** 

*k Wants: Transmitters by Thordarson, Stancor, UTC and 
xk other transformer companies. 

*k National NC-101XA w/speaker Receiver 


kk 
kk 
kk 
kk 


kk 


KKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKE 


From boatanchors@theporch.com Wed Oct 23 20:17:12 1996 
From: "August H. Johnson" <kg7bz@whitemtns.com> 
Subject: Thanks! 

Message-ID: <326E681D.14EC@whitemtns.com> 


Thanks to all those who answered my questions about the 1AD4 and 


stuff I got at a hamfest! This is a great group! 


73 to all, 

August 

August Johnson KG7BZ AMI 733 http: //www.whitemtns.com/~kg7bz 
P.O. Box 795 

Pinetop, AZ 85935 


(520) 367-0592 


From boatanchors@theporch.com Wed Oct 23 13:52:23 1996 
From: stuartr@saturn.dsccc.com (Stuart Renes) 

Subject: Touch-up paint for Collins S-Line/KWM gear 
Message-ID: <32735b48.13013828@saturn.dsccc.com> 


As posted previously, the Testors "Model Master" series of hobby paint "Navy 
Gloss Gray" is a perfect Collins S-Line front panel touch-up paint. I've also 
found that their "Gloss Gull Gray" is a perfect match for the outer trim ring of 
this equipment. 


Does anyone have a match for the cabinet color of this gear? 


Thanks, 

Stuart, WA5EBQ. 

KAKA KIKI AK IKK IK IKK IKI IK III IK IK IKI IK IKI IK I IK ICRA III 
Stuart Renes | DSC Communications 
(972) 519-4411 | 600 Data Drive, ISDO5 
stuartr@saturn.dsccc.com | Plano, TX. 75075 

KAKA KIKI AK IKK IK IA KIKI IK IKI IK III IKI IK IKI IK III IK A I II 


From boatanchors@theporch.com Wed Oct 23 20:17:12 1996 
From: WPUL1130@CONCENTRIC.NET (LLOYD A. SCOTT, JR.) 
Subject: Tube Type Broadcast Transmitter 

Message-ID: <327171b7.29034768@SMTP.CRIS.COM> 


Hi Gang: I am looking for a tube type Broadcast Transmitter for my 
collection, AM or FM and would like to get a vintage GE, WE, 
Westinghouse however anything will do. I am looking for something 
in the Florida if possible. Any help will be appreciated. 

73's 

Lloyd 

"Where Destructive Maintenance Is Our Most Important Product" 


From boatanchors@theporch.com Wed Oct 23 20:17:12 1996 

From: Jeffrey Herman <jherman@hawaii.edu> 

Subject: Re: Tube Type Broadcast Transmitter 

Message-ID: <Pine.GS0O.3.93.961023144829 .1123A-100000@uhunix3> 


Anyone wanting to find a bcst xmtr might want to place a WTB post 
in rec.radio.broadcasting (that's where the bcst industry folks 
hang out). 


50kW AM on 160m would be cool (get one of those "offshore" amateur 
tickets first...). 


Jeff KH2PZ / KH6 


From boatanchors@theporch.com Wed Oct 23 13:52:23 1996 
From: Larry Keith <KQ4BY@IX.NETCOM.COM> 

Subject: TV-7 Maintenance Manuals 

Message-ID: <326E1787.2A8A@IX .NETCOM. COM> 


are available from Antique Electronic Supply. According to the catalog, 
the reprint of TM11-6625-274-12 covers the TV-7/U, -A/U, -B/U, and -D/U 
for $9.95. 

73, 

Larry, KQ4BY 

My only connection to Antique Electronic Supply is that they will take 


my checks and cash them! 


From boatanchors@theporch.com Wed Oct 23 13:52:23 1996 
From: Larry Keith <KQ4BY@IX.NETCOM. COM> 

Subject: TV-7 Tube Tester stash.... 

Message-ID: <326E13BF.93A@IX.NETCOM. COM> 


OK, let's see if we can make this simple. 


Several people requested that I check on the TV-7 tube testers that I 
mentioned in a previous post.. 


So, to save me a trip or two, let's try this. 


I looked over the tube testers pretty good, a couple of months ago. At 
the time I was interested in buying them all and refurbing them. So, I 


have a pretty good idea of the condition and what I can get them for. 
All are TV-7/U's. Didn't see any later models. Memory says that 12 or 
15 are available. 


Condition: Fair, at best. May or may not be working. Most have the 
cover but are missing the adapters, etc. Some are missing the neon bulb 
and the other bulbs. I will do a good visual inspection but can't 
guarantee them. The cases are scratched and I have seen some small 
dents. I won't buy anything with large dents! 


Selling price: $35.00 plus shipping (15 lbs from zip 31088) via UPS 
ground. That price is designed to produce a small profit which will go 
to make sure that I have a parts unit and cover my gas and time. 


If you want one, e-mail me. I will collect messages until 1200 EDT, 
10-24-96, and then go make the deal. If I get more offers than units, I 
will use the first come, first served plan. If you have already 
contacted me and asked for one, you are already on the list. Please let 
me know if this deal is OK. 


Also, if there are some really bad units, I will try to get him to give 
me a good price on those and offer the meters, etc.. as a separate deal. 


Good thing that I have a couple of days left before I go back to work! 
73, 


Larry, KQ4BY 
KQ4BY@IX.NETCOM.COM 


From boatanchors@theporch.com Wed Oct 23 13:52:23 1996 
From: winml@juno.com (Lock Pingree) 

Subject: TV-7/U lamps 

Message-ID: <19961023.074640.7031.0.winml@juno. com> 


I believe AES (602) 820-5411 has the fuse and shorts test lamps, types 
81 and NE45. The meter glass on my TV-7D/U is accessible. After you 
remove the meter 

from the panel , look under the trim ring. There are some small screws 
there (4-40 ?) 

that can be removed. Then the bezel and glass come off. 


Lock Pingree WINML (ex KB7TQ) 
winml@juno.com 


From boatanchors@theporch.com Wed Oct 23 09:50:19 1996 

From: Larry Keith <KQ4BY@IX.NETCOM. COM> 

Subject: Re: TV-7A/U Lamps 

Message-ID: <326DC606.6392@IX.NETCOM.COM> 

Karan Lee Carruth wrote: 

Does anyone know what lamp is used for the fuse in the TV-7? I need one 


department ;-) ] I looked at another TV-7 and discovered that the neon 


81 or, perhaps, 61 - help! This looks suspiciously like one of the 
older automotive lamps. Where can I buy both of these? 


VV VV VV WV 


>From TM 11-5083: 


Short Test Indicator: E101, Lamp, Glow: 105 to 125 V; candelabra screw 
base, clear. Looks like an NE-45 to me. 


Fuse/Overload Indicator: E102, Lamp, Incandescent, 6 to 8 V, 6 cp, 1.14 
amp; single cont candelabra bayonet base. An 81 might do it. 


Pilot Lamp: E103, Lamp, Incandescent, 6 to 8 v; .15 amp miniature 
bayonet base, single cont. And, that's a 47. 


All of those are listed in the Antique Electronic Supply catalog. 

>> news? Anyone know where to get a replacement meter? 

If all else fails, let me know. One of the local surplus emporiums had 
some TV-7's a few months ago. I suspect that they are still there. I 
will have to check. But, I think we are talking $30 to $35 for the 
whole thing.. 

73, 

Larry, KQ4BY 

From boatanchors@theporch.com Wed Oct 23 09:50:19 1996 

From: y4562@csral.csra.net 

Subject: Re: TV-7A/U Military Tube Tester Lamps 

Message-ID: <199610230254.VAA01959@uro.theporch. com> 


Question: 


Does anyone know what lamp is used for the fuse in the TV-7? I need one 


as well as one of the neon "shorts" lamp. [I got the "shorts" in the lamp 


lamp is a NE-45 but can't read the lettering on the other one. Looks like 


as well as one of the neon "shorts" lamp. I looked at another TV-7 and 
discovered that the neon lamp is a NE-45 but can't read the lettering on the 
other one. 


Suggestion: 


Karan, I have used a common automotive #93 lamp and it seems to work. Can 
be bought at Western Auto or any auto parts house. It will barely glow with 
the line voltage set to calibrate. Make sure line voltage reostat not 
turned up all the way up as surge when first turned on sometimes blows the 
fuse lamp. Seems to work ok with setting at normal line calibration. The 
"shorts" neon in my unit is a GE-B7A which maybe similar to the NE-45. 


Question: 


The tester also has a broken meter glass. The meter is sealed. Anyone 
know if they can be easily opened to replace the glass or is that bad 
news? Anyone know where to get a replacement meter? 


My only suggestion is to pickup old TV-7 at hamfest for parts! 


Hope this helps Karan, 


73,s Larry, WB6ONYR, Martinez, Georgia 
11111111 


From boatanchors@theporch.com Wed Oct 23 13:52:23 1996 
From: Z1I076@ccmail.ceco.com 

Subject: Unbuilt Scope 

Message-ID: <9609238460.AA846087135@ccmail.ceco.com> 


I think the source of the molded plastic is your best clue - St 
Josephs, Michigan, near Benton Harbor I think. I built a scope kit 
which was provide in a Bell & Howell course in the middle seventies, 
it was supplied to them by Heathkit and looked identical to a Heath 
scope in their catalog; except mine said Bell & Howell where the Heath 
label should have been. 


Maybe this helps. 


Chuck ai30 -> still waiting! 


From boatanchors@theporch.com Wed Oct 23 13:52:23 1996 
From: David Adams <adamsclan@netgate.net> 

Subject: Unbuilt Scope 

Message-ID: <326E5C8B.2913@netgate.net> 


Greetings folks, well...with the info provided, I was able to probe the 
previous owner and confirm that the scope is indeed a Bell and Howell 
(and, therefore, more than likely heath provided) and that it was 
ordered through a pop electronics add. In addition, after telling him 
the kit was REALLY incomplete, he dug around and found the other *5x 
boxes that goo with the kit...go figure... 


Now all I have to do is find replacements for the leaky .1uf 1600V paper 
caps that were in the first box...REAL leaky... 


73 de dave, n9uxu 


Oh...The kit is a partial build (only a page or two, but partially built 
none-the-less), so I am planning on building it and using it as a 
monitor scope... 


From boatanchors@theporch.com Wed Oct 23 20:17:12 1996 
From: mknudsen@lucent.com 

Subject: Re: Unbuilt Scope 

Message-ID: <9610231741.AA03625@bock.ih. lucent. com> 


Yes. Back around early '80s a local liquidator in Chicago 

sold off a batch of Heathkit 25" color TVs and O-scopes 

at $120 apiece, that were surplused from Bell & Howell, now merged 
with DeVry Technical Institute. I bought and built the TV -- 

it came in 9 boxes that almost hid our front door, and the CRT 

had to be bought seprately (from Richardson Electronics, long 

may they reign). 


Anyway, the TV's escutcheon has Bell & Howell where the Heathkit 

should be. There were some extra manual addenda sheets with B&H also, 

but the yellow manuals (I forget how many of them!) were regular Heathkit. 
Well now, I may be wrong, maybe they said B&H too, have to check. 


But yes, Heath def'ly played "Belmont" and "Wells-Gardner" 
to B&H's "Silvertone / Airline". 73, mike k aa9rg 


From boatanchors@theporch.com Wed Oct 23 13:52:23 1996 
From: jmiller@teleteam.net (Jay H. Miller) 
Subject: URL Correction: Refinishing Knobs 


Message-ID: <v01540b02ae9417£7£6c7@[199.34.24.4]> 


A post came across the other day inquiring about refinishing skirted 
bakelite knobs on Collins equipment. As I am honing my webpage graphics 
skills, I thought it an excellent chance to try an experiment. 


If I may direct your attention to my home page at the following URL: 
www.teleteam.com/~jmiller/ 


Go to the Ham Radio section and then click on the "Do a Knob Job on Your 
Vintage Radios" tag. Like I say this is only an experiment-- your feedback 
is very important. I suggest you use Netscape if you have it. The entire 
page is a 115K GIF file so it may take more than a few seconds to load. 


For those of you without such technology, here are the steps I use: 

(1) Clean the knobs with Formula 409, a toothbrush and running water. Let 
them dry. 

(2) Apply a coat of black shoe polish (the old paste type) and buff. 

(3) Repeat step two with some "spit." 

(4) Final polish with a soft cloth. 

(5) White lines may be replaced, added, fixed with white acrylic paint. 


If this little experiment works, maybe we'll consider a suggestion to set 
up an image archive with JackAttack. 


Anyway I had fun and hope it is helpful to someone. 


RRR RRR THAAARAARAARAARAAHE ak ARK AK KARE 
Jay H. Miller, KK5IM Dallas, Texas 
The Pocket Guide to Collins Amateur Radio Equipment 
AMI4846 Collins Collectors Association 
E-Mail: jmiller@teleteam.net 
Visit My Home Page: www.teleteam.com/~jmiller/ 
KARR RK THAAARAARAARAARAAHHE ARR KAR KARE 


From boatanchors@theporch.com Wed Oct 23 09:50:19 1996 
From: "Benjamin D. Hall" <BDHall@ghgcorp.com> 

Subject: Value? 

Message-ID: <326E3103.AFB@ghgcorp.com> 


Greetings y'all... 


I was wondering if y'all could comment on the value of the following? I 


am thinking of selling them, but before I commit I'd like to know what 
the going prices are so I can decide if I want to sell or not. 


* H'lund HQ-180: Nice shape overall, very good front panel with a single 
dime sized rust spot, meter and clock cavity cover need polishing, works 
great, one wrong knob. 


x Drake 2B: Case refinished and looks like new, front panel good but 
missing the B in 2-B, works great, corroision on chassis. 


Thanks and 73, 
Ben 


KKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKEKKKEKKKKEKRK 
x Benjamin D. Hall, Houston Texas * 


* BDHall@GHGCorp.com BHall@GP802.jsc.nasa.gov x 
KKEKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKEKKKKKKKEKRK 


From boatanchors@theporch.com Wed Oct 23 09:50:19 1996 
From: Bob Reynolds <breynold@sigg.com> 

Subject: Value? -Reply 

Message-ID: <960ct23.085736cdt.19614@firewall.sigg.com> 


Ben, I found a Drake 2B in excellent condition for $65. This one 
also had the Xtals for the WARC bands installed. 


73, Red K5VOL 


>>> "Benjamin D. Hall" <BDHall@ghgcorp.com> 10/23/96 
07:53am >>> 
Greetings y'all... 


I was wondering if y'all could comment on the value of the 
following? I 

am thinking of selling them, but before I commit I'd like to know 
what 

the going prices are so I can decide if I want to sell or not. 


* H'lund HQ-180: Nice shape overall, very good front panel with 
a single 

dime sized rust spot, meter and clock cavity cover need 
polishing, works 

great, one wrong knob. 


x Drake 2B: Case refinished and looks like new, front panel 
good but 


missing the B in 2-B, works great, corroision on chassis. 


Thanks and 73, 
Ben 


KKEKKKKKKKKKKKKKKKKKKKKKKKKKEKKKKKKKKKKKEKKKKKKKEKRK 
*x Benjamin D. Hall, Houston Texas * 
* BDHall@GHGCorp.com BHall@GP802.jsc.nasa.gov x 
KKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKERK 


From boatanchors@theporch.com Wed Oct 23 20:17:12 1996 
From: Spencer Petri <spetri@e-tex.com> 

Subject: What are those holes doing there? 

Message-ID: <mOvG9T9-0Q002GEC@e-tex.com> 


Hello gang, 


Came across a product named "Duro Master Mend Epoxy". This stuff is in 

putty form. The blurb says, "fills gaps, can be drilled,sanded and painted. 
Also says "sets up under water," for you submariner types. Setup till 

working time, 30 minutes. Haven't tried it but looks like a good hole filler. 


73 de Pete WA5JCI 


From boatanchors@theporch.com Wed Oct 23 20:17:12 1996 
From: "R. Eric Sluder" <sludere@gte.net> 

Subject: Re: What are those holes doing there? 
Message-ID: <326EA931.1D6AQ@gte.net> 


Spencer Petri wrote: 


> 

> Hello gang, 

> 

> Came across a product named "Duro Master Mend Epoxy". This stuff is in 

> putty form. The blurb says, "fills gaps, can be drilled,sanded and painted. 

> Also says "sets up under water," for you submariner types. Setup till 

> working time, 30 minutes. Haven't tried it but looks like a good hole filler. 
> 

> 73 de Pete WA5JCI 


Funny you mention the stuff. I just used some "putty epoxy" last night 
on a project and low-and-behold it hardened like a rock, and it can be 
drilled. It worked great on the plastic part I was using it on. 


It's a good hole filler for mistakes and repairs. 
73, 


Eric Sluder 
KB9BGS 


From boatanchors@theporch.com Wed Oct 23 20:17:12 1996 

From: berg stephen erik <z931086@corn.cso.niu.edu> 

Subject: Re: What are those holes doing there? 

Message-ID: <Pine.3.89.9610231927 .C17426-0100000@corn.cso.niu.edu> 


On Wed, 23 Oct 1996, Spencer Petri wrote: 

Hello gang, 

Came across a product named "Duro Master Mend Epoxy". This stuff is in 
putty form. The blurb says, "fills gaps, can be drilled,sanded and painted. 
Also says "sets up under water," for you submariner types. Setup till 


working time, 30 minutes. Haven't tried it but looks like a good hole filler. 


73 de Pete WA5JCI 


VV VV VV VV VM 


I have used epoxy putty for patching holes in plastic motorcycle 
fairings. It is fairly easy to work with, and should be useful for 
patching minor holes in radios too. 


73, 
Steve WA9JML 


Z931086@corn.cso.niu.edu 


From boatanchors@theporch.com Wed Oct 23 13:52:23 1996 
From: wi2p@VNET.IBM.COM 

Subject: WTB - Collins 75S-3 

Message-ID: <199610231701.MAA23557@uro.theporch. com> 


Looking for a CCA very good to excellent 75S-3 as my first S-line acquisition. 
Just bought my first Collins gear, KWM-2/312B-5 and some assorted power 
supplies, so price most definitely IS a concern as I'm getting pretty broke. 
Anyone have a clean, reasonably priced example of a 75S-3? 


e-mail your "haves" to wi2p@vnet.ibm.com please. 


73, Ray WI2P 


From boatanchors@theporch.com Wed Oct 23 20:17:12 1996 
From: wi2p@VNET.IBM.COM 

Subject: RE: WTB - Collins 75S-3 

Message-ID: <199610240008.TAA21500@uro.theporch. com> 


I'm afraid I didn't make my initial request clear enough. I am actually 
looking for a 75S-3B or C model. Sorry for any confusion. Anyone have one 
in CCA very good or execellent condition for a fair/reasonable price? 


73, Ray WI2P wi2p@vnet.ibm.com 


From boatanchors@theporch.com Wed Oct 23 09:50:19 1996 
From: Glenn Finerman <GFINER@nms.com> 

Subject: re:WTB: Collins KW-1 

Message-ID: <s26ddc37.076@nms.com> 


re>Will pay cash and shipping for a Collins KW-1 transmitter in any 
>condition working, checked-out, or not. Will pick-up anywhere 
>worldwide. 


From boatanchors@theporch.com Wed Oct 23 20:17:12 1996 
From: "Chuck Rippel" <crippel@exis.net> 

Subject: WTB: HP-606B in ExCondx 

Message-ID: <199610232207 .SAA31393@marlin.exis.net> 


I am looking for an HP-606B with a cabinet and in excellent condition 
both operationally and physically. 


My 606A is pretty I'll and has been rode pretty hard in past years. 
Drop me a E-Mail, please. 


Chuck Rippel Real Radios Were Made in 


crippel@exis.net Cedar Rapids, Iowa 
Secretary of the Collins Collectors Association 


From boatanchors@theporch.com Wed Oct 23 09:50:19 1996 
From: Roland S Geter PhD <wb6lna@primenet.com> 

Subject: WTB: Johnson Invader 2000 

Message-ID: <199610230313.UAA06599@primenet. com> 


Will pay cash and shipping for a JOHNSON Invader 2000 in any condition 
working or not. 


Roland - WB6LNA 
800-399-4383 X765 amnytime 24hrs 


